
Banque De France 
Instructions 

Always “dry run” parts before gluing with a woodwork quality PVA. 
Sort the 3mm finger jointed walls into 2 levels as each level is of a different ceiling height. 
Start with the ground floor and place the MDF on a flat surface.  
Select the jointed long interior wall and glue in the counter. This piece should then be glued to both sides, making an “H” shape. 
Keep the “public space, the smaller area to the front and the doorway on the right. Glue the base at the same time so the 2mm 
tabs fit inside the side walls. The floor is raised by this method of construction. 
Glue the remaining two sides to the base, ensuring that glue is applied to the corner joints sparingly.  
Assemble the first floor and set aside to dry. The first floor is regular and symmetrical. 
Assemble the chimney brickwork and set aside to dry. 
 
 
  

  
 
 
 
 
 
 

 
 
 

 
 
 
 
 
 
 
 
It is recommended that you fill and texture the walls prior to painting with car spray primer and then emulsion or acrylic paint.  
Thank you for buying this model from: 

Charlie Foxtrot Models 
www.charliefoxtrotmodels.com 
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Glue the large 4 holed chimney cap to the chimney brickwork then 
layer up with a second smaller chimney cap. 
File the plastic pipe end square. Then using a razor saw, cut off 
approximately 10mm and glue pipe into the chimney hole. Repeat until 
all chimney pots are in place. Glue to roof when roof is assembled and 
dry.. 
Cut the plastic ½ round plastic strip into approximately 10mm lengths 

and glue to cover  the roof joints. 

 
 
 

 

 

 
 

Glue the 3mm “combs” along the inside edge of the upper floor with the 
“fingers” pointing out. Glue the 2mm fascia “combs” to the outer edge 
with the “fingers” pointing up.  
Glue in window sills, window frames and surrounds to the upper 6 
windows. 
Using the engraved line as a guide, glue on the 8mm trim around the 
lower edge of the 1st floor. *Note, the front edge is either PLAIN or titled 
“BANQUE DE FRANCE” 

Glue the front doorway together and place on the 2mm roof. Glue the 
trim around. DO NOT GLUE the top, larger, roof section on at this stage.  

 

Once dry, trim the 

shaded area with a craft 

knife and sand to get a 

close fit to the incline of 

the roof.  

To assist in gluing accurately 
fix dry to front wall so you 
can remove for painting 
later. 

Place the roof base with the engraved squares facing down on a flat surface. Assemble the 
two roof trusses and glue in place. 
 Glue on the roof sections, first the front and back. Follow this with the two triangular 
ends; position to ensure even and allow the glue to dry. Turn the roof assembly over and 
glue in 4 square 3mm blocks. Cut the plastic ½ round strip into 8-10mm lengths and glue to 
cover the 5 roof seams. 
 
Glue in lower windows and surrounds. Upper detail and window sills sit horizontally into 
slots. Add surface trim to just below the horizontal ledge.  
 
Glue on end brickwork, ensuring that the wider bricks are to the front and at the base of 
each storey.  
 
I t is recommended that you paint the inside of the doorway and front door before gluing 
into place. Mask this area before spray painting the main body of the model. Apply texture 
to the flat doorway roof. 
Glue doors as follows: plain= rear, letterbox= front, spy hole= inside. 
 


