
 

Pantile House 4 
Instructions 

Always “dry run” parts before gluing with a woodwork quality PVA. 
Sort the 3mm walls into 2 levels, the upper walls are shorter than the ground floor. Take care not to “mirror flip” pieces that 
have holes cut out for the resin inserts. 
 
Start with the ground floor and place the MDF on a flat surface.  
 

 
 
 
 
 
 
 
 
 
 
 
      
 
  
 
 
 
 
 
 
 
                                                 
 
 
    

 

 
 

 
 

 

Glue 3mm walls to the2mm floor piece then glue in 
the 2mm liner to the rear narrow wall. Use epoxy 
resin, general purpose glue or superglue to fix the 
two resin exposed brickwork inserts to the rear 
lower wall. 
Glue the on the front door surround taking care to 
line up with the engraved marks either side. While 
still wet, insert the lower horizontal piece into the 
two slots, follow this with the panel with the cross 
and then glue on the three-tabbed horizontal trim. 
Adjust the door surround if needed, to align with the 
horizontal piece.  
 
Glue each window surround on in turn, the 
engraved lines should be uppermost. Glue on the 
window sill once the surround is in place.  
 
Glue in the 3 x 3mm balcony supports and top with 
the 2mm rectangle. It is recommended that the 
rectangle is glued once the upper floor is in place to 
ensure the top and bottom of the balcony align.  
 
The top floor is assembled in a similar way. Once 
complete, turn over the top floor and glue locating 
blocks underneath taking care to only glue to the 
2mm base, leaving the 3mm walls clear.  
                                                                                   

                   

 

To obtain the rustic look of the finished building on the Charlie Foxtrot Models website, please refer to the tutorial in the blog.  

In summary: Spread quick drying filler onto the bare MDF walls. Once the filler is dry, glue on random patches of fine sand using 

PVA. Once the sand is dry reapply random “skims” of filler.  Try to partially coat the edges of the sand to bed it into the walls.  
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It is recommended that the doors and window frames are painted before they are glued in place.  
 

Sort the corner pieces (quoins) into pairs, 

the short lengths are for the upper floor.  

Take the piece pictured bottom left and glue 

to the corner adjacent to the front door. 

Match this with the partner piece and check 

to ensure they are level with the base of the 

building. 

Repeat for the upstairs quoins making sure 

the “narrow: wide” pattern is repeated  

 

 

The full length upper rear 

doors can be fixed in open 

or closed positions. Ensure 

that the thicker part of the 

frame is at the bottom 

edge on both pieces. 

Thank you for buying this model from: Charlie Foxtrot Models charliefoxtrotmodels.com 


