
 

Ruined House 2 Instructions 

Always “dry run” parts before gluing with a woodwork quality PVA. 
Sort the 3mm walls into 2 levels; the top floor has damage, the ground floor is intact with square top edges. 
 
Locate the 2mm plain ground floor and set up as per diagram with the intact 3mm walls around. 
 
 
 
 
 
 
 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Glue the 4 walls to the base followed by the 3 chimney pieces. The chimney end is marked as this differs from the upstairs piece.  
Once dry, slide the “T” shaped piece into the fireplace and glue to the floor. Next add the 3mm fire surround / mantle piece.  
 
 

 

  

 

 
 

 

 

 



 
 
Place the first floor on a level surface with the damage to the right. Glue the walls around and make up the chimney as 
illustrated. Glue in the fireplace as per the ground floor and glue on the two 2mm brick textured pieces as shown. Ensure that 
the smooth “inside” lies flush with the inner wall and the engraved brickwork lies approximately 1mm in from the outer edge.  
 
Glue in the inner wall. It can go either way round with the door nearest to you or further away.  
 
 
 

 
 
 
 
Assemble the chimney as per the illustration and cap with the drilled 2mm square. Glue in the diameter 6mm plastic pipe 
chimney pot.  
 
Glue on the slightly damaged roof (furthest away from you) and then the very damaged piece. Turn the sub assembly over and 
glue in the “A” Frames. The 2 intact ones should be positioned nearest the chimney and the damaged one closer to the gable 
end with damage.  
 
Locate and glue in the exposed brickwork as you did for the ground floor.  
 
Paint the windows and shutters and glue in place after the building has been painted.  You can customise the upstairs windows 
by using a craft knife to distress the frames before painting. Glue in the brick engraved scatter and planks of wood to further 
customise your model.  
 
 

                                    
 
 
  
  

Thank you for buying this model from: Charlie Foxtrot Models www.charliefoxtrotmodels.com 

Turn upper storey floor over and glue blocks onto the corners. Take care to only glue to the 
2mm floor leaving the  
 

 

Turn the top floor over and glue on a 3mm square block to the 2mm floor piece. Ensure that the 
3mm walls are still visible. Turn the right way up and place on the ground floor to check alignment 
before the glue dries.  


