
After gluing
In QA Department

On the press machines à gaufrer 
etui collé
Dans le départment QA

En la máquina
Después del encolado
En el departamento QA

Presso la macchina
Astuccio incollato
Dipartimento QA

An der Maschine
Nach dem Verkleben
In der QA Abteilung

Embossed Braille
Printed Braille

Braille gaufrée
Braille imprimée

Braille acuñado
Braille impreso

Braille goffrata
Braille stampata

Geprägte Braille
Gedruckte Braille

Application

Measure

Dot Height
Dot Base Size
Dot Distance

Hauteur du point
Diamètre du point
Distance entre points

Altura del punto
Tamaño del punto
Distancia entre puntos

Altezza del punto
Diametro del punto
Distanza del Punto

Punkthöhe
Punktbreite
Puntabstand

Standards Database
DIN EN 15823

Base de données standard
DIN EN 15823

Base de datos estandar
DIN EN 15823

Standards Database
DIN EN 15823

Standard Datenbank
DIN EN 15823

Verify

Standards

Documentation

Anwendung Applicazione Application Aplicación

Messen Misurare Mesure Medir

Prüfen Verificare Vérifier Verificar

Standards Standards Standards Estandar

Dokumentieren Documentazione Documentation Documentación

Quality Report in PDF
Statistics

Fiche de contrôle en PDF
Statistique

Reporte de calidad en PDF
Estadística

Relazione Qualitá in PDF
Statistica

Qualitätsbericht als PDF
Statistik

N o n - C o n t a c t  B r a i l l e
Measurement and Quality 
Documentation According
to DIN EN 15823

Braille Dot Analyzer

Non-Contact Braille 
Measurement 
and Quality 
Documentation 
According to DIN EN 
15823

Breye Can Show You Both 

The Maximum and The Minimum Dot Height

Breye Can Analyze Both The Minimum 
& the Maximum Dot Height

Breye Can Analyze Both Minimum & Maximum Dot Heights



Check and control any Braille 
embosser before or after 
gluing. Measurement data is 
automatically collected and a 
report is created in PDF 
format.

Setup your embosser by checking across 
individual braille dots using the software to 
calculate statistics.

CURRENT MECHANICAL BRAILLE DEVICES CAN ONLY 

SHOW YOU THE HEIGHT OF THE “HIGHEST” DOT 

Braille Dot Analyzer

Affordable, pocket sized, and easy to use, the BETA BREYE is a high 

quality Braille Dot Checker. High accuracy due to non-contact 

measurements before and after gluing. All package measurements 

collected in one A4 (8.5” x 11”) PDF report. 

Visual control of the dots optimizes height versus BURST THROUGH. 

The simple and quick quality tool for the press, gluing station and 

QA control.

Visually check if any of the dots have "Burst". Check if the dots have a 

uniform shape. Setup your embosser to achieve the very best result.

707 Commercial Ave.
Carlstadt, NJ 07072 USA

707 Commercial Ave.
Carlstadt, NJ 07072 USA

800-272-7336
201-939-2400
800-272-7336
201-939-2400

www.betascreen.com
www.betascreen.net
www.betascreen.com
www.betascreen.net

Densitometers-Spectros, Flexo Analyzers, CTP Calibration, Color Viewing, Magnifiers, Testing Equipment 

The Quality Control Company

YOU NEED TO KNOW 
IF ANY DOTS ARE 

LOWER THAN THE REQUIRED HEIGHT 

Breye Shows You Both 

Maximum and Minimum Dot Heights

Software Included

Visually check if any of the dots have "Burst". Check if the dots have a 

uniform shape. Setup your embosser to achieve the very best result.

Dot “Burst” 
in Production


