
COAST ACCESSORIES

INSTALLATION GUIDE

REAR RACK





Rotate and loosely install the Classic seat stay bridge strut. 
(apex of the triangle faces forward)
Take note: Classic hardware has been pre-installed on the rack.

Install the mounting plate with 2x M6x15 mm bolts with 2x M6 washers 
through first slots on the base plate. Tighten loosely to allow final adjustment.

CLASSIC
(default)

PRO

BUZZRAW PRO REFER TO PAGE 4



Support Strut (left)

Replace with PRO support strut (left).
M6x15 mm bolt and M6 washer.

Support Strut (right)

Replace with PRO support strut (right).
M6x15 mm bolt and M6 washer.

Replace with PRO seat stay bridge strut.
M6x15 mm bolt and M6 washer.

Seat Stay Bridge Strut

Note: Sloted hole on the support strut are for 
frame mounting only.



Remove support strut (left) from from the rear rack mounting plate.

Aligned rear rack side plate (left) to the rear rack mounting plate.

Install the support strut (left) with 1x M6x15 mm bolt and M6 washer to the
rear rack side plate loosely to allow final adjustment on the frame. 

Install the rear rack side plate (left) with 1x M6x15 mm bolt and M6 washer. 
Torque down to 6Nm. 



Remove support strut (right) from from the rear rack mounting plate.

Aligned rear rack side plate (right) to the rear rack mounting plate.

Install the support strut (right) with 1x M6x15 mm bolt and M6 washer to the
rear rack side plate loosely to allow final adjustment on the frame. 

Install the rear rack side plate (right) with 1x M6x15 mm bolt and M6 washer. 
Torque down to 6Nm. 





Install rear rack side plate onto the frame dropout 
mounting point with 2x M10x3mm spacers one 
on each side first. 
Tighten loosely with 2x M10x30 mm and 
2x M10 washers. Apply loctite to the bolts.

Install the seat stay bridge strut onto the frame seat stay bridge mounting point 
with 1x M6x35 mm bolt, 4x M6 washers and M6 nylon lock nut. 
Torque down M6 bolt to 6Nm and torque down M10 bolts to 15Nm.

Install both support struts onto the frame mounting point with 2x M6x15 mm
bolts and 2x M6 washers. Apply loctite to the bolts and torque down to 6Nm. 

Torque down all the M6 bolts on the base plate to 6Nm. 




