
 

TECHNICAL SHEET  

 The data contained in this publication are based on our current knowledge and experience. In view of the many factors that may affect processing and application of our product, these 
data do not relieve processors from carrying out their own investigations and tests; neither do these data imply any guarantee of certain properties, nor the suitability. 

WARNING 

- KEEP OUT OF REACH OF CHILDREN  
- Do not swallow.  
- The use of safety glasses is recommended 
due to risk of projection. In case of eye con-
tact, flush immediately with plenty of water.  
- If you have sensitive skin, it is recommend-
ed to use gloves while applying the product. 
- Protect from freezing 

- Use only with adequate ventilation. 

 
 

TIP/SUGGESTIONS 

 
 

- Do not hesitate to add water if the 
paint appears to be too thick. 
- Apply one coat only 
 
 

 
 

 
 

THE BASE2 ADVANTAGE 
 
 
 
 

-Paint can be applied by roller 
-Ideal for use on ceilings 
-Excellent adherence to all interior 
surfaces 
-Easy to apply 
-Can be tinted with pigments 
-Breathable surface 
-100% VOC FREE 

FOR INTERIOR USE 

BASE 2  
95% Natural Primer 

Technical 

Information 

Application 

Drying Times 

Ingredients 

Dilution 

Coverage 

Storage 

Primer Coat for natural paints and lime-based paints & coatings. 
High environmental quality, 95% natural ecological product. 
Suitable for interior walls & ceilings only. 
Gives a smooth, matte finish. 
Semi-creamy white.  
Brushes and rollers can be cleaned with soap and water. 
VOC: 0.00 gms/liter - Ph: approx 12.  
Specific weight: 1.540kg/liter 

Surfaces: Ideal for use on all smooth surfaces (drywall, plaster, wood, cellular concrete, previ-
ously painted surfaces) 
For shiny and glossy surfaces, it is recommended to scour or slightly sand the surface to create 
better adhesion of the primer coat. 
Mix before and during application with a hand or electric whisk. 

Apply on a sound (no flaking or peeling) dry surface, free from dirt or dust.  
Apply a thin coat of the product with a natural bristle brush or roller.  
Only one coat is needed. 
Appropriate temperatures for application, between 7°C and 27°C (45°F and 80°F). 

Minimum of 24 hours depending on the room’s temperature and humidity level. 
The desired tone or coverage is obtained only when the paint is completely dried. 
The slight odor due to the natural ingredients disappears once drying is complete.  
Properly ventilate the room. Respect stipulated drying times; it is imperative to have a fully dry 
surface before applying the finish coat. 

Calcium carbonates, zinc and titanium dioxide, methylcellulose, talc, linseed oil, starch, borates, 
alun, sodium silicate, glycerin, cosmetic preservative, 5% synthetic resin. 

With water, if necessary, from 0 to 20%, according to the porosity of the surface. 
The more porous the surface, the more water needs to be added. 
The paint must have a good fluidity when ready to apply. 
The texture must be uniform on the surface.  

Approximately 6-8 sq meters per liter* | 60-80 sqft depending on the dilution and surface  
conditions. *1 liter = 1.057 quart 

Keeps for 12 months in a dry environment protected from frost and excessive heat (between 
5°C and 30°C (40°F and 85°F).  
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