
Check it out 
on our  
new site!

The Kahn® Porcelain TGSIs are cost effective and deliver great durability and resilience to any bustling 

urban environment.

The 10mm thick, UV stable porcelain tiles are available in 4 colour options. They are suitable for 

external and internal applications and come with a 10 year warranty when installed in accordance 

with the manufacturer’s instructions.

Kahn® Porcelain 
TGSI

Luminous 
Contrast 

Requirement

Kahn® Porcelain Integrated Warning Kahn® Porcelain Integrated Directional

SUBSTRATES
STONE | CERAMIC | CONCRETE | ASPHALT

SUBSTRATES
STONE | CERAMIC | CONCRETE | ASPHALT

30%

Infix Product Code 133011 133013 133014 133018

Tactile Colour Charcoal Grey Ivory Yellow

Mean Dry Luminance 
(LRV)

10.97 19.36 42.64 28.20

Mean Wet 
Luminance (LRV)

8.10 16.39 34.35 27.72

Slip Resistance 
Classification

P5

Product Warranty 10 years

Infix Product Code 133021 133023 133024 133028

Tactile Colour Charcoal Grey Ivory Yellow

Mean Dry Luminance 
(LRV)

10.97 19.36 42.64 28.20

Mean Wet 
Luminance (LRV)

8.10 16.39 34.35 27.72

Slip Resistance 
Classification

P5

Product Warranty 10 years
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