
Check it out 
on our  
new site!

Flooring Tile - 25 x 66mm

SUBSTRATES
STONE | CERAMIC | CONCRETE | MASONRY | TIMBER | VINYL | CHECKER PLATE

Venturi® Polymer  (L) 
Stair Nosing

Luminous 
Contrast 

Requirement
30%

The performance Venturi® Polymer stair nosing is manufactured in Australia from the highest 

grade UV stable and shrink resistant polymers. They provide excellent grip, ensuring slip resistance 

compliance in both dry and wet conditions. The pliable polymer is well suited to areas where 

barefooted pedestrian traffic is expected, such as aquatic centres or beach access.

The polymer inserts are available in a variety of colours that have been colour matched to our TGSI 

range offering a complementary finish to all your stairway areas.
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Charcoal Grey OrangeWhite Yellow CustomBlue RedBlack

Silver Nosing 223611 223612 223613 223614 223615 223616 223617 223618

Black Nosing 223621 223622 223623 223624 223625 223626 223627 223628

Insert Option Black Charcoal Grey White Blue Red Orange Yellow

Mean Dry Luminance 2.93 8.62 42.72 73.22 7.84 15.04 31.84 54.68

Mean Wet Luminance 2.59 8.54 42.00 72.76 7.23 14.89 30.57 53.99

Slip Resistance Classification P5

Warranty 5 years


