
GOLF CART SUPPLIES, ACCESSORIES & PARTS

Club Car Precedent Light Kit
All Cart Year and Electric/Gas Cart Instructions

These instructions are for Club Car Precedent Electric and Gas
Carts. These instructions cover both basic and deluxe kits.

Our kits are designed for 12-48 volt operation only. Exceeding 48 volts will 
damage the light kit. Damage from incorrect wiring or operating the light
kit at a higher voltage than 48 volts will VOID ALL WARRANTIES. Installer

is responsible for any damages that occur during installation. 

WARNING



Tools Required
•  Alan wrench set
•  Screw driver set (with Torx screw heads)
•  Routing or Hole Saw
•  Wratchet Set (depending on battery set up)

Basic vs. Deluxe Kits
As stated on the cover, these instructions cover both basic and deluxe light kits. Basic 
light kits come equipped to provide headlights and tail lights ONLY. They do not include 
turn signals, brakes, or a horn. Deluxe light kits include headlights, tail lights, 
brake lights, turn signals, and a horn. Highlighted sections throughout these instructions 
will designate when additional steps are required to install deluxe kits.

Di�erent Precedent Models *PLEASE READ*
Precedent Golf Carts have di�erent wiring harness needs depending on the year the cart
was manufactured and whether the cart is gas or electric.  Electric carts made between the
years 2004-mid 2008 already have the main wiring harness (bucket harness) PRE-INSTALLED.
As a result, you will not receive one in your kit if you ordered for those years. Electric carts made
after mid-2008 do not have the Bucket Harness installed and as result you will receive one in
your kit that will need to be run for proper function of the lights.  All gas carts, regardless of
the year of production have the bucket harness PRE-INSTALLED and will not receive a bucket
harness.  Gas carts will however receive a gas harness adapter.  All light kits will receive a 
Sub-Harness.  Please see below for photos of the harnesses. The instructions are written for 
2008 and newer electric carts but will highlight when a di�erent installation process is required 
for 04-mid 2008 electric and gas carts.  The di�erences will be highlighted in YELLOW boxes. 
Follow all instructions unless noted otherwise.
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Before You Start
1. Turn the key to the OFF position.
2. Place the TOW/RUN switch into the TOW position.
3. Engage the parking brake.

Pre-Install
1. Remove the front bumper by 
removing the two mounting bolts. 
Discard the bumper, it will not be 
re-used. Retain all mounting hardware. 

Bucket Harness

Lorem ipsum Sub-HarnessGas Harness Adapter
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2.  On the driver side rear body, 
measure 2-1/4” over from the vertical 
body line and 1-1/2” up from the 
underbody, mark this location with a 
Sharpie. Drill the location with a 1-1/2” 
hole saw or use a routing tool. Sand 
hole to remove any rough edges. 
Repeat this step on the passenger side.

Installation

1. Completely remove the front seat bottom cushion.

2. Loosen the 4 torx screws that secure the �oor mat and retainer rocker panels to the
vehicle. Lift the mat out and retain hardware. 

3. Remove the rivet on the pedal group access panel, 
retain hardware.

Pre-Install (continued)

04-mid08 Electric Carts and Gas Carts- please complete STEP 1 below and then
move to STEP 8 on the top of page 4. *Deluxe kits also complete step 2.

NOTE: On 04-mid 2008 Electric and Gas Carts- Once the holes have been drilled for your tail 
lights you should be able to locate the tail light connectors already placed within your cart’s
body as your bucket harness is PRE-INSTALLED. Locate the connectors and pull them through.
See photos below.
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Installation (continued)

4. Remove and retain front body screws. Also remove the charging receptacle cover from
the cart by inserting a screwdriver into the slots and  gently prying. Retain the screws and cover. 

lower body trim. Use caution as to not break the tabs on the trim when removing. 

6. Feed the 12-pin connector and brake light 
wires (3 wires: red, orange & black) on the bucket 
harness from the battery compartment through 
the opening to the front of the cart.

7. Feed the brake light wires through the
center �oor channel into the pedal group 
compartment. Use cable ties to secure wire loom 
to existing harness. 

5. Remove and retain 3 screws that secure the lower body trim to the body. Lift o� the body



8. Loosen the dash panel by removing the torx screws as shown. Retain hardware. The 
dash panel does not typically need to be completely removed, you just need enough
room to access the wiring behind the dash. 

04-mid08 Electric and Gas Carts- After completing Step 8 above, please skip to 
“Sub-Harness Installation” below.
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Installation (continued)

passenger side) so that the 12-pin connector is up under the dash. Secure with cable ties.
9. Feed the 12-pin connector along the �oor channel with the main harness (on the

holes in the upper rear corners of the battery compartments to the holes drilled for tail 
lights. The passenger side has a yellow wire in the 3-pin connector, while the drive side 
has a white wire in the 3-pin connector. 

16. Using a wire snake or �sh tape (not included), route the tail light wires through the 

Sub-Harness Installation

1. Locate the 12-pin connector on the bucket harness that was run underneath your dash. 
Locate the 12-pin connector on the Sub-Harness and connect them together.  

04-mid08 Electric Carts- Locate the EMPTY 12-pin connector hanging loose under the dash (Pre-
Installed) and connect to the 12-pin connector on the Sub-Harness.

Gas Carts- Locate the EMPTY 9-pin connector hanging loose under the dash (Pre-Installed and 
connect to the 9-pin connector on the Gas Harness Adapter.



5. For installation of the push-pull switch included on the sub-harness, locate the 
indentation to the right of the key switch on the dash and drill a 7/16” hole.

4. Route the 6-pin connector on the sub-harness 
through the access hole in the passenger side dash.
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3. Gas Cart Plug-In Example 

2. Electric Cart Plug-In Example 

Sub-Harness Installation (continued)

Sub-Harness Bucket Harness

(04-mid08 Electric Carts please note that
your 12-pin bucket harness connector may
look di�erent than what is pictured above)
Do NOT unplug any pre-connected wires.

Gas Carts- connect the 12-pin connector from the gas harness into the 12-pin connector 
from the sub-harness.
NOTE: The 9-pin connector on the gas harness connects into the EMPTY 9-pin connector on 
the cart, NOT the sub-harness. Do NOT unplug any pre-connected wires.

12-pin

9-pin

04-mid08 Electric and Gas Carts- Please
also complete steps 4-5 below.
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4. Remove the knob, retain the nut and washer from the push-pull switch, and insert the 
shaft of the switch into the newly drilled hole. 

Secure using the retained nuts and washer. Reattach the knob.

**Note: The 9-pin connector on the sub-harness is for the turn signal wiring.
If you have a BASIC light kit you can disregard the 9-pin connector and leave
it empty under your dash. If you have a DELUXE kit, these instructions will
walk through turn signal installation at a later point during the installation
process.

Headlight & Bumper/Horn Installation

1. Run the 6-pin connector on the sub-harness around the passenger side of the chassis 
and under the shock. 

2. Connect the 6-pin connector on the sub-
harness to the 6-pin connector on the headlight bar. 

3. Install the headlight bumper using the original 
bumper mounting hardware. 

4. Reinstall the dash panel using the original 
hardware. 

**Note: All deluxe kits leave dash panel 
open for turn signal installation.

Sub-Harness Installation (continued)

Continue to next page for tail light installation

ALL CARTS

ALL CARTS
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Connecting to Power
 WARNING: Our kits are designed for 12-48 volt operation only. Exceeding 12-48V will damage

the light kit. Damage from incorrect wiring or operating our kits at a higher voltage than 48
volts will VOID ALL WARRANTIES.

Please be aware that the following instructions show the batteries in the factory
con�gurations. Your battery con�guration may vary. Test all connections with a  

voltage meter prior to installation to determine output voltage.

1. Verify the cart is in the TOW position and the key is in the OFF position.

2. Verify that any exposed wires and the push-pull switch are not touching the frame or 
any other metal on the cart.

Tail Light Installation
1. Connect the tail lights to the wire harness that was pulled through the hole in the rear 
body on both passenger and driver sides.

the underbody and line up with the edge of the 
bagwell.

**Note: Do not expose double sided 
tape until tail lights are functioning
and have been test �t on cart. 

3. Clean the mounting surface with alcohol wipes 
(not included). If the tail lights function properly, 
remove paper from the double sided tape and mount the tail lights on the rear body. 

4. Use the included screws to further secure the tail lights. Do not over-tighten.

2. Test �t each tail light. They should rest on

Diagrams on the following pages
Please Note- The following pages have
di�erent set ups for di�erent electric/

 gas cart set ups. Please locate the 
proper page for your cart before

beginning the install process.

ALL CARTS
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Connecting to Power (continued)

3. Remove the controller/OBC cover (shown in  GREEN below). Retain hardware. 

4. Locate the single 12-gauge blue wire with a female connector (under cover) on the main harness 
(pre-installed on cart) and connect it to the positive terminal on any battery. Typically batteries #1
and #4 will have connection leads coming off of their positive terminals. 

**If you need more length for the connection, 
use the circuit breaker relay included in the kit (photo below). 

5. Secure any loose wires with cable ties.

6. Reinstall controller/OBC cover with original hardware.

This completes the installation process for the BASIC light 
kits. Please reattach any loose parts and enjoy your cart!

 

Deluxe Kit Installation continues on Page 12.

Extra circuit breaker relay 
included in kit if extra wire
length is needed for connection.

+

04-mid08 Electric carts w/ Four 12V Batteries
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Connecting to Power (continued)

positive post on battery #1-#4 (any battery can be used) 

**Note: If the factory cables have been replaced, connect the positive lead directly 
to the positive post on any battery #1-#4 with a ring terminal.

2. Connect the ground (black wire with yellow male bullet connector) on the bucket 
harness to the ground behind battery #3. The ground will be a 12-gauge black wire with 
a yellow female bullet connector. 

1. Connect the red positive lead from the BUCKET HARNESS to the pigtail coming o� the 

Electric carts w/ Four 12V Batteries

+48V
Connection

Deluxe Kit Installation

This completes the installation process for the BASIC light 
kits. Please reattach any loose parts and enjoy your cart!

 continues on Page 12.



10

Connecting to Power (continued)

 
Deluxe Kit Installation

This completes the installation process for the BASIC light 
kits. Please reattach any loose parts and enjoy your cart!

 continues on Page 12.

1. Connect the red positive lead from the BUCKET HARNESS to the blue pigtail coming
o� the positive post on battery #1 (or any battery that draws power from at least 2 batteries).  

**note: If the factory cables have been replaced, connect the positive lead directly 
to the positive post on battery #1-#5 with a ring terminal.

2. Connect the ground (yellow male bullet connector) on the bucket harness to the 
ground behind battery #4. The ground will be a 12-gauge black wire with a yellow 
female bullet connector. 

+48V
Connection

Electric carts w/ Six 8V Batteries
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Connecting to Power (continued)

NOTE: If you have a newer Precedent Gas Model Golf Cart (2018-newer), your wires 
might already be connected to power and the wiring harness, in which case you can skip 

steps 1-4 below.

1. Verify the cart is in the TOW position and the key is in the OFF position.

2. Verify that any exposed wires and the push-pull switch are not touching the frame or 
any other metal on the cart.

3. Remove the extension lead from the circuit breaker relay harness and discard loose 
end. (See photo below)

the 12v solenoid, and the other wire on the circuit breaker reset to the 12-gauge blue wire 
coming out of the main harness loom near the end of the solenoid. See diagram above. 

This completes the installation process for the BASIC light 
kits. Please reattach any loose parts and enjoy your cart!

 
Deluxe Kit Installation continues on the next page.

4. Connect one wire on the circuit breaker reset to the 12-guage blue wire coming off

Gas Carts

Circuit breaker relay
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Deluxe Kit Horn Installation

1. Locate the 2 spade connectors on the light bar 
wire harness and connect them to the back of 
the horn. It does not matter which wire goes into 
which terminal on the horn. 

2. Mount the horn to the chassis using the bolt 
next to the driver side upper shock mount. **note: The side of the horn with 

the wires will face the rear of the cart. 

Horn button is located at the end of the 
turn signal arm

Deluxe Kit Turn Signal Installation

1. Mount the turn signal assembly in a convenient 
locaton on the steering column using the 
included hose clamp. 

2. Connect the 9-pin connector on the turn signal 
to the 9-pin connector on the sub-harness under 
the dash.

3. Snap the cover around the wires of the turn 
signal switch and the steering column. 

(Turn Signal Assembly) (Turn Signal Wire Snap Cover)

ALL CARTS

ALL CARTS



(Brake Switch)

CONTINUE TO NEXT PAGE

Deluxe Kit Brake Installation

5. Slide the brake switch clip upward, between 
the nut and rod. Tighten the nut. Disengage 
the brake pedal. (Spring attaches to hole in clip)

 2. Open the pedal group access panel.

3. Locate the brake rod in the pedal group
access area. access panel

4. Loosen the front most nut on the brake rod. 

(Brake Timer Relay)
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female end of a bullet connector (pre-installed on your cart near an already connected
set of wires). You will also �nd a loose gray wire on the provided bucket harness near the 12- 
pin connector. Plug the 2 gray wires together, but do not unplug any pre-connected wires 
under the dash.

1. 2008 and Newer Electric Carts ONLY- 04-08 Electric and Gas Carts Skip to Step 2
Under the dash toward the right hand side, you should �nd a loose gray wire with the

04-mid08 Electric and Gas
Carts- Skip this step and go
directly to step 2.

ALL CARTS
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6. Mount the brake switch towards the rear of the pedal compartment (nuts & bolts 
provided). Position so the spring is tight, but not pulling the plunger. The plunger should 
move to activate the switch when the brake pedal is engaged. Unscrew the rear portion 
of the switch, if needed, for clearance. Fine adjustment can be made to the switch by 
turning the plastic hex nut clockwise or counter clockwise.

 

Deluxe Kit Brake Installation

8. Connect the brake switch to the brake timer relay (black box with 3 terminals), and 
bucket harness as shown in the pictures below.

This completes the installation process for the 
Deluxe Light Kits. Please reattach any loose parts and 

enjoy your cart!

9. Secure the brake timer relay to the passenger side 
of the pedal compartment. Secure all loose 
wires with cable ties so they are out of the way 
of any pedal mechanisms.  

10. Reinstall the pedal group access cover and
�oor mat using original hardware. 

**Note: The black wire that is attached to the
orange wire running to Post #1 may come
pre-attached to the red circuit breakr relay 
wiring. Simply unattach the black wire and 
connect it to the post on #1 and into the orange 
wire from the bucket harness. 

2+

3-
1

7. Run the brake switch wires under the brake rod.

Brake Pedal

04-mid08 Electric Carts and Gas Carts- please note that your wiring color may be di�erent.  
You may have a brown wire in place of the orange and your black wire may have a white 
stripe. You may also be missing a ground wire to plug into terminal #3 in which case you 
are required to run a wire from terminal #3 on the timer relay to a negative post in your 
battery compartment. 12-16 gauge wire is recommended. 



Brake Troubleshooting

1. Con�rm the cart is in the “Run” position and the key is turned to “On” (key must be on for brake lights).

2. Ensure all wiring connections are connected and secured tightly.

3. Ensure the brake switch plunger has enough tension so that when pressure is applied 
to the brake, the plunger pulls out (if brakes are on at all times, make sure there is not 
too much tension on the plunger.
 

  

 
5. Ensure that the 48v relay is connected on the sub-harness with correct wiring (see below).

6. Double check that wiring to the brake switch and brake timer relay is correct and 
that the connections are secured tightly (Steps 1-10 in “Deluxe Brake Installation).

4. 08 and Newer Electric Carts ONLY-Ensure the grey wire  from the cart and the grey wire from the 
bucket harness are connected (pg 10).

Blue

OrangeBlue/White 

Green/white


