
MODEL NUMBER: JKFS-WiFi

SPECIFICATION WiFi SWITCHED FUSED SPUR

MODEL JKFSWIFI NAME WiFi SWITCHED FUSED SPUR

COLOUR WHITE FUNCTION TUYASMART APP CONTROL

INPUT 220/240V AC COMPATABLE WITH ALEXA & GOOGLE ASSISTANT

AMBIENT TEMP -20C – 45C 13AMP

Manufacture : Joint Key International Ltd
F/R29, 13, R&F Stanely International apartment,No. 3 Hua Qiang Road,
Zhu Jiang new City,Guangzhou,China

ROCKER SWITCH 2POLE

MAX 3000W RESISTIVE

SWITCHED RATED POWER

FOLLOWING MAX LOAD

1000W HALOGEN, INCANDESCENT

100W COMPACT FLUORESCENT
500W LED FLUORESCENT

NOT SUITABLE DISCHARGE LIGHT

ELECTRICAL CLASS APPROVAL CE, RoHS.

PACKING SIZE 85*85*47mm MAIN MATERIAL & DIM PC, H85xW85xD47mm

NET WEIGHT 167g CARTON SIZE/
Qty  WEIGHT

375x285x280mm/60pcs/12kgs

MINIMUM DEPTH WALL BOX 25MM BOOST TIME MULTIPLE SELECT HOURS

WIFI SPECIFICATION 2.4GHZ FREQUENCY RANGE 2.4 – 2.48GHZ

PACK CONTENTS:
1* WiFi Spur unit

INSTRUCTION FOR WiFi SWITCHED SPUR

MAINS FREQUENCY 50Hz/60Hz PROGRAMMABLE PROGRAMMED (ON and OFF)

13AMP  
220/240V AC

PATED CURRENT



Before commencing the installation ensure the mains supply to the Wi fi switch spur is switched off and 
  the circuit supply fuses are removed or the circuit breaker Locked off.

adhering to the local regulations and guidance 
  covering the installation.

Operation

  you can personalise the name and  icon of your device from your album or take a photo.

 weekend operation.

General safety instructions

ible harm to the 
ecycle it responsibly to promote the sustainable reuse of mater

an take this product 
for environmental safe recycling.

Override button 
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