MODEL COMPARISON

\|||@ MantelMount

FEATURES

Automotive Pistons
Electronic Actuator
Adjustable Stops
Enhanced Stabilization
Post Leveling

Cable Management
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Horizontal Swivel
Adjustable Tilt
Paintable Wall Covers
Sound Bar Adapter
Heat Sensing Handles
Heavy Duty Steel
Built-In Recess Box
Remote Control

Memory Presets
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*Only used as a heat sensor, not to pull TV down manually.

SPECIFICATIONS MM340 MM540 MM700 MM815
TV Weight Capacity 20 - 90 Ibs. 20 -90 Ibs. 30 - 115 Ibs. 20- 115 Ibs.
TV Size 44" - 80" 44" - 80" 45" - 90" 45" - 90"

Counter-Balance Mechanism 2 Gas Pistons

2 Gas Pistons 2 Gas Pistons Electronic Actuator

Horizontal Swivel 30°L/R 30° L/R or 60° one way 30° L/R or 60° one way 30°L/R
Adjustable Tilt - Upto9° Upto9° -
Recess Box __ . - - -
ADD-ON UNLESS NOTED
Maximum Lowering Distance*' 27" 27" 26" / 24" 26"26"
Maximum Off-the-Wall Distance* 19" /16" 19" /16" 17" 1 13" 18" /15"
Flush-to-Wall Distance* 5.5" / 1.8" 57"/ 1.8" 54" / 1.75" 5.1"/1.75"
Mounting P VESA 200mm x 200mm to 200mm x 200mm to 200mm x 200mm to 200mm x 200mm to
ounting Pattern (VESA) 600mm x 600mm 600mm x 600mm 600mm x 600mm 600mm x 600mm
Packaged Weight 35 Ibs. 44 |bs. 45 Ibs. 43lb
Package Dimensions 35"x22"x6.5" 35"x22.75"x6.5" 37.5"x16"x6.25" 39"x16"x6.3"

* Surface Mounted / Recessed

tMaximum lowering distance may vary depending on installation configuration.
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