
 

DC-12 Installation Instructions for *Jeep® JK/JKU Front Doors 

 

NOTE: Follow all safety protocols. Wear protective eyewear and gloves!  
Installation Time: About ten minutes. 

Contents: 
Quantity 2- Carrier / Flex Arm Assembly 

Quantity 2- Receiver  
Quantity 4- M6-1.0X45mm Socket Cap Screws  

Tools you will need:  
Screwdriver with a T30 Torx Driver Bit and a 10mm socket wrench 

_________________________________________________________________________________ 

 

Step 1 : In this example we’ll be working with the driver side door, but the instructions are applicable for 
either front door. Remove the yellow note label on the Flex Arm indicating “Passenger Side” or  

“Driver’s Side” use. Then remove the Door Check Strap from the Body Loop Bracket.    
 

    



 
Step 2 : Use your 10mm socket wrench to remove the two bolts that hold the Body Loop Bracket in place. 

Set these bolts aside for reuse in Step 3. 
 

 
 
 

Step 3 : Arrange the Receiver on top of the Body Loop Bracket as shown. Then, using the bolts you 
removed from the Body Loop Bracket in Step 2. attach the Receiver and the Body Loop Bracket  

back into that same location using your 10mm socket wrench.     
 

  
                     
                     
 
 



Step 4 : Using your T30 Torx bit screwdriver, remove and discard the existing Door Loop bolts. Then, using 
the provided M6-1.0X45mm Socket Cap Screws, place the Carrier / Flex Arm Assembly over the  

existing Door Loop and fasten to the door. 
. 
 

 

 
 

Step 5 : With the door open to its maximum position, take the free end of the Flex Arm and align it with the 
rectangular opening in the Receiver and slowly & carefully close the door. The Flex Arm will easily slide 

into the Receiver to the first check position with a click. If it doesn’t slide in easily  
DO NOT FORCE IT! You have not aligned it correctly, BACK OFF and try again! 

 
Once you have the Flex Arm properly installed into the Receiver you can then reinstall the  

Door Check Strap onto the Body Loop Bracket and your installation is complete! 
 

 



*Jeep® JK/JKU Door Removal with the DC-12 Installed 
______________________________________________________________________________________ 

 
NOTE: Follow all safety protocols. Wear protective eyewear and gloves! 

______________________________________________________________________________________ 
 

Follow your standard door removal procedure. The only additional step is that after removing the door 
check strap from the body loop and disconnecting any existing wire connectors, slowly open the door 

while maintaining control of what will become the free end of the Flex Arm. Continue opening the door until 
the FlexArm is free of the receiver. Removal of the Carrier / Flex Arm assembly for storage is optional.  

 
Warranty 

 
One-year parts only warranty. The warranty period begins upon the delivery date by the shipping carrier to 

your location and is only valid to the original purchaser.  
 
 

Care and Maintenance 
 

The DC-12 system uses no lubricants. The materials used in its manufacture are self-lubricating. Keep the 
unit clean, dry and free of any dirt or other contaminants. A simple periodic wipe-down of the Flex Arm with 

a clean dry cloth is normally sufficient for cleaning.  
___________________________________________________________________________________ 

 
NOTE: Using any type of silicone, petroleum-based lubricants or other products containing 

chlorinated solvents on the DC-12 will VOID THE WARRANTY. These substances will attack and 

degrade the phenolic materials used in the construction of the DC-12 system. 
__________________________________________________________________________________ 

 

Manufactured in the USA & Distributed by: 
 

 
 

Intech Bearing Inc. 
1993 Tellepsen St. 

Houston, Texas 77023 
 

Toll-Free: 800-327-7424 
Fax: 713-926-3110 

email: sales@intechbearing.com 
 

web: intechbearing.com 
web: urbanescape.tech 

______________________________________________________________________________________ 
*Jeep® is the registered trademark of Daimler-Chrysler (2007)  

Chrysler LLC (2007-2009) Chrysler Group LLC (2009-2014) FCA US LLC (2014-2018)  
and there is no association, whatsoever, with Intech Bearing Inc., UrbanEscape or the DC-12 product 

 


