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SCHEMATIC FOR SEDIMENT BAG
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DEVRON SALES
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GENERAL SPECIFICATIONS AND LAYOUT DETAIL
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TIE STRAPS  SECURE BAG TO HOSE UTILIZING SEWN IN COLLAR 
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ANCHOR HOLES  TO PREVENT BAG ROLL 
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T-BARS OR STAKES DRIVEN INTO GROUND 600MM (MIN) 

AutoCAD SHX Text
1. INLET CAN ACCOMMODATE UP TO 150MM INLET CAN ACCOMMODATE UP TO 150MM DISCHARGE HOSE. (LARGER SIZES AVAILABLE UPON REQUEST) 2. CUSTOM SIZES AVAILABLE TO CONFORM TO ANY CUSTOM SIZES AVAILABLE TO CONFORM TO ANY FOOT PRINT. 3. SEDIMENT BAD IS FOLDED AND PACKED FOR SEDIMENT BAD IS FOLDED AND PACKED FOR EASY STORAGE (TIE STRAP INCLUDED) 4. WARNING: ANCHOR HANDLES ARE NOT INTENDED WARNING: ANCHOR HANDLES ARE NOT INTENDED : ANCHOR HANDLES ARE NOT INTENDED NOT INTENDED  INTENDED FOR LIFTING. 5. DEVRON IS NOT RESPONSIBLE FOR AND DAMAGES DEVRON IS NOT RESPONSIBLE FOR AND DAMAGES OF INJURIES RELATED TO SEDIMENT BAG BEING USED FOR ANY PURPOSE OTHER THAN ITS INTENDED USE.
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