
IIMUCH® VSR EXCHANGE INSTRUCTIONS 

 




Warning: hazardous situations that, if not avoided, could result in death or serious 
injury 
1. Working with fuel is dangerous. If fuel is handled improperly it can lead to fires and death. It is 

imperative above anything else that all appropriate safety measures be used to control the fuel and 
any ignition sources, including static electricity, heat, sparks, and any other sources. Fuel lines and 
connections must be used in accordance with manufacturer’s specifications and routed away from 
any potential sources of heat, ignition, and protected from mechanical damage. If you are unsure 
about your work or safety, stop immediately and consult with a qualified automotive technician and/
or safety official. 


2. If Removal of the II MUCH Fuel/Differential Vent may result in your vehicle being unsafe to drive until  
the replacement arrives, a replacement can be purchased directly from www.iimuch.com. The 
complete purchase price including shipping will be refunded upon II MUCH’s receipt of your original 
unit. If you choose this option send an email to sales@iimuch.com and we will arrange a return 
shipping label. Your invoice number will also be your Return Authorization Number.  


3. Do not open or attempt to open the VSR. Doing so will void the warranty and create a safety hazard.


4. Do not ship the product without completing the following pre-shipment preparation.
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Parts Guide

No. Description

1 Fuel vent (PN 100034)

2 Stainless steel 1/4-20x 0.75 
capscrew (2)

3 Stainless steel 1/4-20 
washer (2)
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IIMUCH® VSR EXCHANGE INSTRUCTIONS 

Pre-shipment preparation  
The II MUCH VSR (previously known as DM Fuel/Differential Vent) must be free of any fuel or lubricants 
before shipping to II MUCH for an exchange.


1. Remove the VSR from the vehicle

2. Remove all fittings or filters from the two ports located on the bottom of the VSR. 

3. Drain any liquid in the unit into a  container suitable for safe storage of that liquid.

4. Squirt approximately one teaspoon of dish washing detergent into either port on the bottom of the 

VSR and then fill half way with hot tap water. 

5. Shake the unit for 30 seconds and then drain into a suitable container.

6. Repeat steps 3-5 as many times as required to ensure the unit is free from liquids or odors.

7. Allow to dry for at least 24 hours.  The unit should be free of liquid or odors. If it is not call 

888-216-6033 for assistance.
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