
So Fresh 
So Pure 
So Safe...

4 Stage Filtration  •  Your Water is Filtered to 1 Micron or less if required   

Easy Do It Yourself Installation  •  No Plumber Required Your System is Portable 

All Fittings in Metal   •  Available in White or Chrome   •  National Sales Support

Free Annual Cartridge Reminders Optional 

Standard 3 Year Warranty with Free 10 Year Warranty Option

AS100
BENCHTOP

©

Complete Benchtop Drinking Water Filter System



8A, 56 Wollongong St, Fyshwick ACT 2609 

P. (02) 6242 4840  / 1300 661 735  F. 1300 661 734   

E. sales@aquasafe.com.au   W. www.aquasafe.com.au   

The AS100 Bench top filter mechanically filters out harmful cysts 
such as Giardia and Cryptosporidium while reducing or removing 
bacteria, chlorine and heavy metals. The carbon we use is produced 
from premium coconut shell ensuring a superior taste and quality 
than most standard carbon filters.� * filter cartridge life - 12 months
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GIARDIA
7-12 microns

CRYPTOSPORIDIUM
4-6 microns

BACTERIA
0.2-20 microns 
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4,000 litres *Filter Output

10 yearsWarranty (Excludes Filter)

3 LPMMax Flow Rate (Litres per minute)

1 MicronMicron Rating

Dimensions (cm)      30 (H) 15 (W)x

Water In

Water Out

Water In

Water Out

Carbon-water 
contact time 
approx 6 secs at 
a flow rate of 2 
litres per min.

Water passes 
through only 
2cm carbon

2cm Hollow Core Solid Core

Patented unibody spring design

5 Micron screen

REDOX MEDIA
Extends Carbon Life
>99% reduction or 
removal of Chlorine, 
heavy metals and pesticides
Controls Micro-organisms

1 MICRON SCREEN

GAC CARBON
High purity coconut carbon
superior absorbitive capacity and 
kinetic efficiency

PRESSURISED MEDIA
Eliminates channelling

1 MICRON SCREEN

TYPICAL CARBON FILTER DESIGN AQUA SAFE FILTER DESIGN

Water passes 
through 22cm
of media

KDF/Carbon
water contact time 
approx 30 secs 
at a flow rate of 2 
litres per min.

AQUA SAFE SUPERIOR CARTRIDGE DESIGN
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FILTRATION TEST RESULTS	

GENERAL DATA                    % REDUCTION

CHLORINE	 > 99.9
SUSPENDED SOLIDS	 > 97.0

MICRO BIOLOGICAL

E.COLI	 > 99.9 
STREPTOCOCCI	 > 99.9 
CRYPTOSPORIDIUM	 > 99.9 
GIARDIA	 > 99.9 
 
METALS

ALUMINIUM	 > 99.0
COPPER	 > 99.0
LEAD	 > 99.0
MERCURY	 > 99.0 
CADMIUM	 > 99.0 
IRON	 > 99.0 
ZINC	 > 99.0

DISINFECTION BY PRODUCTS

TOTAL TRIHALOMETHANE	 > 99.0
CHLOROFORM	 > 99.0
BROMODICHLOROMETHANE	 > 99.0
BROMOFORM	 > 99.0

PESTICIDES

LINDANE	 > 98.0 
DDT	 > 98.0
DIELDRIN	 > 98.0


