
So Fresh 
So Pure 
So Safe...

4 Stage Filtration  •  Your Water is Filtered to 1 Micron   

Easy Do It Yourself Installation  •  No Plumber Required 

• National Sales Support

Free Annual Cartridge Reminders Optional 

Standard 3 Year Warranty with Free 10 Year Warranty Option

Slim Line
Twin undersink 

©

Premium Twin Undersink Drinking Water Filtration System



8A, 56 Wollongong St, Fyshwick ACT 2609 

P. (02) 6242 4840  / 1300 661 735  F. 1300 661 734   

E. sales@aquasafe.com.au   W. www.aquasafe.com.au   
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AS2200 - Premium Twin Undersink Drinking Water System

3 litres per minuteFlow Rate (Approximate)

10 yearsWarranty (Excludes Filter)

System Dimensions (cm)

1 Micron AbsoluteMicron Rating

STAGE 1
 PRE - FILTER -  GRANULAR ACTIVATED CARBON

Removes Dirt, Rust, Sediment, Taste & Odour

STAGE 2
POST FILTER - 1 MICRON CARBON FILTRATION

1

1

2

2

2 STAGE FILTRATION

Removes/Reduces Crypto, Giardia, Chlorine, THM’s, Herbicides,

Pesticides, Insecticides, Heavy Metals & Chemicals

18 (W) 33 (H)    8 (D)x x

TAP WATER

FILTERED WATER

NEW SPACE SAVING DESIGN

TOTAL TRIHALOMETHANE

NUTRIENTS

99.9CHLOROFORM

99.9NITRATE AS NITROGEN

99.9BROMODICHLOROMETHANE

METALS

97.8ARSENIC

97.0

COPPER

99.9LEAD

99.9MERCURY

99.8BROMOFORM

99.9

DISINFECTION BY PRODUCTS

CHLORINE

SUSPENDED SOLIDS

99.9

PESTICIDES

LINDANE 98.0

99.9

GENERAL DATA % REDUCTION

FILTRATION TEST RESULTS

QUICK CHANGE
CARTRIDGE

INSTALLATION FITTINGS            • plumbing kit               •   ¾˝ diswasher adapter             •  ½˝ flick mixer adapter


