
So Fresh 
So Pure 
So Safe...

©

Single or Twin filtration systems providing filtered water  
to every part of the home

Whole of House
Water Filtration Systems

• Heavy duty housings complete with mounting bracket,  

isolation valve, pressure gauge, cartridges & housing wrench

• Pressure and air release valve on housing   • Fully assembled for easy installation 

• Free annual cartridge reminder  • Standard 3 year warranty with 10 year warranty option.
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Whole of House water filtration systems are typically installed near the house pump or where 
the town water mains enter the house.
•   Improves the quality of water used for drinking, cooking, bathing and washing.
•   Protects hot water services & household plumbing
•   Removes chemicals that cause dry skin, itchiness, red rashes and hair problems.

Reduces or Removes  • Sediment • Chlorine • Colour Taste & Odour • Pesticides • Herbicides 
•   Insecticides • THMs • VOC’s • Tannins • Rust & Dirt • Cryptosporidium & Giardia • Asbestos 
•   Bacteria • Algae • Fungi and Mould.

Specifications
Single or Twin filter options
1,5,10 & 20 micron
Maximum pressure: 600kpa
Inlet / Outlet connections - 25mm

System Options
Fully plumbed unit with bypass
Additional pressure gauge
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Whole of House Water Filtration Systems

MODEL DESCRIPTION FILTER 
(Nominal Length)

DIMENSIONS 
(Height/Width/Depth)

MAX FLOW 
Rate(Litres/Minute)

AS300 Twin System 250mm 440/380/200 20

AS350 Single Sediment System 250mm 440/185/200 60

AS400 Twin System 500mm 690/380/200 30

AS425 Single Carbon 500mm 690/185/200 30

AS450 Single Sediment System 500mm 690/185/200 60

to house

From tank
or town supply

Installation: can be installed on the side of your house or under (if house is elevated ).
Sediment filters can be cleaned and last months or years.
Carbon filters should last 6 - 12 months depending on water quality  and/or volume used.
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