
THANK  YOU  FOR  PURCHASING  THE  NOWEEDS  EXHAUST  DIVERTER  SYSTEM!  THIS  

PRODUCT WAS DESIGNED TO BE EASY TO INSTALL AND JUST AS EASY TO OPERATE. 

PLEASE READ THE INSTRUCTIONS FULLY IN ADVANCE (even though we know you 

won't,  this  is  just  a  formality.   :)  CALL  US  WITH  ANY  QUESTIONS  BEFORE  YOU 

INSTALL  THIS  PRODUCT.   WE  LOVE  FEEDBACK  FROM  YOU  SO  SHOOT  US  A 

COMMENT, PICTURE, OR VIDEO TO     INFO@NOWEEDS.NET  

THANKS AGAIN!  PATENT #6,584,767 

INCLUDED IN KIT 

1. Remove fuse panel cover on 
the left side of  the dash.  
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2014/15 SILVERADO CREW CAB INSTALLATION GUIDE

1EA DIVERTER VALVE ASSEMBLY WITH TURNDOWN 

1EA ELECTRONIC CONTROLLER WITH BILLET SWITCH 

1EA PRIMARY AND 1EA POWER WIRING HARNESSES 

1EA HARDWARE PACK, GROMMETS, SWITCH PLATE 

1EA VELCRO, ZIP TIES, MASKING TAPE 

2EA 2.75" BAND CLAMPS 

1EA FEED WIRE TO HELP SEND WIRE THROUGH FRAME



2. Using the factory fuse puller 
tool, remove the fuse number 
41 shown. 

 

3. Remove drivers seat track 
cover by pulling it forward. 
Then slide the seat all the way 
forward. 

  

 

4. Pul l ing the black lever 
forward, disconnect the driver 
seat wiring harness. 

 

5. Remove both track bolts 
behind the seat. 
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6. Fold up rear seat and then 
pick up the drivers seat and 
move it backwards to the 
rear half  of  the cab out of  
the way. 

 

7. Drill a 3/8" diameter hole 
in the location shown near 
the connection on the seat 
wiring harness and install 
grommet. 

 

8. Safely raising the vehicle on 
jack stands or using a lift - 
measure 5" f rom the 
muffler and mark location 
of  rear cut. 

 

9. Mark another line 9.5” in 
front of  the previous line.  
This will be the front cut.  
Wrap supplied tape behind 
the rear mark and ahead of  
the front mark.  You can 
then cut out the space in 
between the tape.  
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10. Remove tape and slide the 
clamps on to the muffler 
pipe and forward pipe.  
Then install diverter  and 
torque bolts to 50-70 Ft. 
Lbs. 

11. Install grommet on the 
factory hole on the frame 
crossmember.  The hole is 
located on the passenger 
side rear face.  Then feed 
the supplied steel wire 
through this hole and out 
the large hole in the center 
bottom of  the crossmember. 

12. Tape the end of  the wiring 
harness to this feed wire 
with some electrical tape 
and then feed this harness 
through the grommet. 

 

13. Then remove feed wire and 
repeat step 11 from the 
drivers side front hole in the 
crossmember.  Be sure to 
install the grommet. 
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14. Tape the harness to this wire 
and pull the harness from 
the center to the drivers 
side. 

 

15.  Feed harness up and over 
the frame and through the 
hole previously drilled into 
the floor.  Zip tie harness as 
shown. 

 

16. Vehicle can now be placed 
back on the ground and you 
can then insert the harness 
ends onto the wires as 
shown. 
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17. Remove ground screw nut 
near seat harness connector 
and install the eyelet from 
the noweeds power harness 
on the stud and reinstall the 
nut.  Also install the yellow 
T-tap connector on shown 
red wire with yellow stripe. 

18. Plug the red power harness 
into the yellow T-tap and 
tuck the wires under the 
carpet. Then you can plug 
the 3 connectors into the 
controller. 

 

19. Now you can attach the 
threaded clip over the end 
of  the seat rail.  This is the 
rail toward the center of  the 
vehicle. 

 

20. Insert billet switch into 
switch plate and install plate 
onto the end of  the seat rail. 

 INSTALLATION GUIDE !6



21. Place the seat back into 
position and then use Velcro 
to attach the controller to the 
carpet in the shown position.  
Then route the switch wire 
back to the controller and 
plug it in.  Carefully route 
wires to ensure full seat 
movement without straining 
the switch wire. 

22.  Install seat bolts, fuse, seat rail cover, and you are done!    

23. To operate, the outside buttons are single one touch full open and full closed positions. 
These buttons are factory set and can not be changed.  You can stop the actuator 
travel at any time by pushing any button while in motion.  The middle button is 
programmable.  To set this button, when in the desired position,  push and hold this 
middle button for 5 seconds.  This will then create a one touch memory for this mid 
position.  This button can be reprogrammed at any time.
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