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Multipure Drinking Water Systems
Thank you for selecting a Multipure Drinking water system to meet your need for quality drinking water.  You have

acquired one of the finest drinking water treatment devices available for the reduction of a wide array of contaminants.  

we are confident that your Multipure system will make a difference in your life.  Thank you for your business.
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Specifications

• The Multipure Aquamini Drinking water system (Model# AQuAMInI) is designed for use on the countertop next to the sink. 

It connects to the existing faucet with a diverter valve that allows free selection between filtered and unfiltered water.

• The Aquamini includes all the accessories and fittings required for installation.

• If installation or operation assistance is required, please contact your Multipure Independent Distributor. If the Independent 

Distributor is unavailable, please contact Multipure Customer service at 800.622.9206.

Before You Begin

Please read this manual before proceeding with the installation and use of your system. Installation, operation, and maintenance

requirements are essential to the performance of your system – failure to follow any instructions or operating parameters con-

tained herein may lead to product damage or product failure.

• replacement filters can be purchased directly from Multipure. For the latest prices, please visit our website at 

http://www.multipure.com/store/.

• Actual filter life depends on the amount of water used and the level of impurities in the water. See 2.1: Regarding Filter 

Capacity for additional details.

• Multipure Drinking water systems are not intended for use with microbiologically unsafe water or non-municipally-treated 

water. See 3.3: Frequently Asked Questions for additional details.

• Do not allow water to freeze in the system. If the system is exposed to freezing temperatures, drain water from the system 

and remove the filter. Allow the filter to thaw before replacing and reusing.

• Do not allow water to sit in the system for extended periods of time (i.e., 10 days or more) without use. See 2.4: Flushing / 

Disinfecting the System for additional details.

• To dispose of the used filter, remove it from the housing and place in normal refuse. Filters disposed in a normal landfill will 

not release any chemical contaminants and may continue to adsorb additional contaminants in the landfill.

• Check for compliance with any state or local laws and regulations before use.

About the Aquamini Drinking Water System

note: The CB6MInI has not been tested and makes no claims for the reduction of contaminants of health concern.



Part Numbers
1. MC6400AsBl Hose and Diverter Valve

2. MClMInI Housing Top

3. MC252-BlK Black rubber Cushion (inside housing top)

4. MC263AsBl locking V-Band 

5. CB6MInI Filter Cartridge

6. MC423 O-ring

7. MCBMInI Housing Bottom

8. MC700 standard Adapters (see page 7*)

Aquamini

Aquamini Installation Overview & Part Numbers
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1.     Installation

1. Inspect your Dws to confirm that it has been received in good condition and that all parts are included.
2. Determine a countertop location for system placement, factoring in distance to the faucet for diverter valve and hose 

connection.
3. Inspect the system housing to confirm that the housing top and bottom are securely connected.

1. remove the aerator or screen (if present) from the end of the faucet. If facing the open 
end of the spout, rotate the aerator counter-clockwise to loosen and remove.

2. Attach the diverter valve directly to the faucet spout. If the threads of the diverter valve 
do not match the threads of the faucet, use one of the included faucet adapters to 
connect the diverter valve and faucet. If facing the open end of the spout, rotate the 
diverter valve and/or adapter clockwise to tighten.

NOTE: when using a faucet adapter, the rubber washer in the adapter always faces up 
toward the faucet.

a.If Your Faucet Has an Outside Thread (male connector):
For many faucets with an outside thread, the diverter valve can attach directly to the faucet. If the diverter valve is too 
small to attach to the faucet, attach the inside thread (female connector) adapter, part# MC106, to the faucet, and 
then attach the diverter valve to the adapter.

b.If Your Faucet Has an Inside Thread (female connector):
The diverter valve cannot directly connect to a faucet with a female connector. Attach one of the outside thread (male 
connector) adapters, part# MC107 or part# MC108, to the faucet, and then attach the diverter valve to the adapter. 
MC107 is designed to fit larger faucets, and MC108 is designed to fit smaller faucets.

c.If Your Faucet requires More room for the Diverter Valve Connection:
some faucets, particularly sprayer hose faucets, require additional room for the diverter valve connection. If this 
applies, attach the long adapter, part# MC257, to the opening of the faucet spout/sprayer, and then attach the diverter
valve to the adapter. The Dws may need to be repositioned on the sink to allow enough room for sprayer faucet use.

d.If the Adapters Do not Fit Your Faucet: 
Although the adapters included with your Dws allow connections with many standard faucets, they do not cover 
every type of available faucet connection. If none of the adapters allow the diverter valve to connect to your faucet, 
please contact Multipure Customer service at 800.622.9206, ext. 175, to request part# MC105, part# MC109, or 
part# MC719 as possible adapter solutions.

3. when connected properly, the hose from the diverter valve should lead toward the back of the faucet and sink.
4. The diverter valve features a bypass lever with a button on the left and right sides of the diverter valve. Press the left 

button to bypass the Dws and select the unfiltered water spout (larger opening). Turn on your faucet to let unfiltered water
flow out of the diverter valve and to make sure that the diverter valve is properly connected.

5. Turn off the faucet.

Diverter Valve Attachment Diverter Valve Attachment

with adapter

*MC106

*MC107

*MC108

*MC257

*MC700 - Adapters (choose one)

Many installations do not 

require an adapter

1.1: Inspect Your Drinking Water System

1.2: Connecting the Hose and Diverter Valve to the Faucet
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1. using a paper towel or cloth, dry off all connections and the Dws housing.

2. Make sure that all connections are tightly secured.

3. Purge any air from the unit.

a. Press the right button on the diverter valve to select the filtered water spout. 

The water will flow through the Dws and emerge from the smaller opening on 

the diverter valve.

b. Allow water to flow through the Dws and filtered water spout for five minutes.

c. Press the left button to select the unfiltered water spout, and then turn off the 

faucet.

4. Make sure that all connections are tightly secured and that there are no leaks.

5. Turn on the faucet and press the right button to select the filtered water spout.

6. Allow water to flow through the Dws and filtered water spout for approximately 

20 minutes. This will flush the filter prior to use.

7. Press the left button to select the unfiltered water spout.

8. Turn off the faucet.

9. Check all connections to make sure that there are no leaks.

10. The system is now ready for use.

bypass

lever

1.3: Preparing and Operating Your Drinking Water System

6

2.1: Regarding Filter Capacity

2.   Maintenance

1. exact filter capacity varies in proportion to the amount of water used and the level of impurities in the water being 

processed. For contaminants reduced through mechanical filtration, capacity claims are inapplicable due to broad 

variations in the quality and quantity of physical matter in the drinking water. excessive physical matter will cause the 

Dws to clog, diminishing flow rate but reducing the contaminants from the resultant water stream.

2. For optimum performance and to maintain the lifetime warranty on your system housing, it is essential that the filter be 

replaced when the first of the following occurs: (a) six months have passed, (b) when the system reaches its rated 

capacity, (c) when the flow rate diminishes, or (d) when the filter becomes saturated with bad tastes and/or odors.

2.2: Removing the Old Filter

1. Before opening the Dws housing, place the system either on a folded towel, in a basin or other container, or in the sink.

2. with the faucet off, press the right button on the diverter valve to select the filtered water spout and flush water out of 

the Dws.

3. when the flow of water stops, press the left button on the diverter valve to stop the filtered water spout.

4. with the Dws housing in an upright position, unscrew the black knob on the locking V-Band by turning it counter-clock

wise.

5. with the black knob removed, spread the locking V-Band apart and let it drop off the bottom of the Dws. Carefully set it

aside.

6. lift the top half of the Dws off of the bottom half. Make sure that the black O-ring remains in place on the bottom half of

the housing.

7. remove the old filter cartridge from the top half of the housing by rotating it counter-clockwise (if facing the inside of the 

top half of the housing).

8. Dispose of the used filter in your waste container.

9. rinse out the inside of the system housing, hand washing if necessary.

10. Inspect the black rubber cushion on the inside of the top half of the housing, making sure that it is not cracked or worn; 

Multipure recommends that the cushion be replaced every two to three years.
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2.3: Installing the New Filter

turn to
remove

turn to
connect

1. If you have not done so already, remove the plastic wrapper and instruction wrap from 

around the new filter.

2. Align the threaded hole of the new filter cartridge onto the inside thread of the top half 

of the Dws. rotate the cartridge clockwise to tighten (if facing the inside of the top half 

of the housing). Make sure that the cartridge is threaded properly and straight. DO nOT

OVerTIGHTen.

3. reconnect the top half of the housing (with attached filter cartridge) with the bottom 

half. replace the locking V-Band, making sure the screw is in place to connect the 

band together.

4. screw the black knob onto the locking V-Band, turning it clockwise to tighten.

5. Make sure that the V-Band is tightly secured evenly around the housing top and bottom.

6. Proceed to 1.3: Preparing and Operating Your Drinking water system to complete the 

installation.

2.4: Flushing / Disinfecting the System

3.1: Warranty

Multipure recommends that you do not allow water to sit in the system for extended periods of time without use. If a unit is
left unused for more than 10 days, it may need to be flushed/disinfected before resuming normal use.

To disinfect the system:

1. with the faucet off, press the right button on the diverter valve to select the filtered water spout and allow water to flow
out of the Dws.

2. when the flow of water stops, press the left button on the diverter valve.
3. remove the filter by following the directions in 2.2: removing the Old Filter.
4. Add 5 to 7 drops of bleach to the bottom half of the housing.
5. reconnect the top half of the housing without a replacement filter installed.
6. Turn on the water supply and allow the system to fill up with the water/bleach solution.
7. Turn on the faucet, and press the right button on the diverter valve to select the filtered water spout.
8. Once water begins to flow, press the left button to stop the filtered water spout.
9. Turn off the faucet, and let the system soak for at least 30 minutes.
10. After 30 minutes, with the faucet off, press the right button on the diverter valve to select the filtered water spout and 

flush the water and bleach out of the system.
11. when the flow of water stops, open, clean, and rinse out the inside of the system housing.
12. Proceed to 2.3: Installing the new Filter to install the new filter.

Multipure 90-Day Guarantee: Multipure is confident in the performance of its Drinking water systems (Dws). If you
should find this Drinking water system unsatisfactory, let us know within 90 days of purchase for a prompt exchange or
refund.

Multipure Warranty: Multipure warrants to the original retail customer its Dws and components to be free of defects in
material and workmanship for use under normal care, and will repair or replace any system at no charge (excluding trans-
portation to Multipure Corporate Headquarters) to the customer during the warranty period. The Dws housing is warranted
for a lifetime (provided the filter has been changed at least once per year); all exterior hoses and attachments to the Dws
are also warranted for defects in material and workmanship for one (1) year.

Multipure solid Carbon Block Filters are warranted for defects in material and workmanship for use under normal care. The
capacity of the filter cartridge depends upon the amount of impurities in the water to be processed.

except as otherwise expressly provided above, Multipure makes no warranties, express or implied, arising by law or other-
wise, including without limitation the implied warranties of merchantability and fitness for a particular purpose, to any per-
son. This limited warranted may not be altered, varied, or extended except by a written instrument executed by Multipure.
The remedy of repair or replacement as provided under this limited warranty is exclusive. In no event shall Multipure be
liable for any consequential or incidental damages to any person whether occasioned by negligence of the manufacturer,
including without limitation damages of loss of use, cost of substitution, property damage, or other monetary loss.

warranty is valid only if the Dws is operated within conditions listed herein. The warranty begins from the date of purchase.

3 Additional Information



3.2:  Troubleshooting
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Multipure International
The las Vegas Technology Center

7251 Cathedral rock Drive

las Vegas, nV 89128

800.622.9206 toll-free

702.360.8880 phone

702.360.8575 fax

headquarters@multipure.com
Aquamini Manual/1301

Be sure to replace your filter at least once a year or sooner, if needed.

To order a Replacement Filter

Call 800.622.9208

or

www.multipure.com/rf.htm

Date of Installation:________________________________________

Unit Model Number:_______________________________________

Filter Type:______________________________________________

Dates of Filter Change


