
FalconEye 4G Dash Cam with WIFI, GPS, Live Streaming with *2nd Camera Option 

Instructional Manual 

*Optional 2nd camera choices
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Important security rules and prompt 

！Warning:

Please read warnings before setting up and using this 

product: 

Should not be put where device can get wet or other 

corrosive liquids. 

Keep far from heat source, strong magnetic field and 

dust. 

Do not put heavy things on top of the equipment, no 

stacking debris around inside 50cm. 

Do not flush water directly to the equipment while 

cleaning the vehicle. 

Output power of the equipment not allow to connect to 

other not recommended equipment. 

Do not try to put your fingers or anything into the 

cracks of the equipment while is working. 

Do not open or disassemble the equipment without 

professional guide. 

1.1  Product summary 

With industrial design, using high speed processor and embedded system, integrated 

with video, GPS, alarm sensor, etc.  Supports up-to 2 channels 1080P camera, 2 sd 

card each up to 256GB.  With CMS can remote live view in real time recording. 
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Key features: 

➢ Newest technology of video and audio compression

➢ Professional and stable file system

➢ Built-in 4G, WIFI modules

➢ Support dual SD cards storage, read/write convenient and fast

➢ Professional playback analyst software, video/audio synchronous

playback

➢ Support monitoring software such as IOS, android devices

Basic working parameters table: 

Table 1 basic working parameters list 

Item Parameters Description 

Power input 8-36V

Power input:+8V～+36V, if exceed this area for 

long time, the device will auto off to 

protection mode; 

Video input 

impedance 
75Ω Video input impedance is 75Ω。 

Audio input 1Vp-p Built-in MIC 

SD card 

interface 

1．Compatible with common brand

2．Support hard wiring and CLA powering 

3．Please buy certified Class 10 SD cards 

Working 

temperature 
-25----60℃ Under aeration condition 

1.2  Product application solution 

Compatible remote video monitoring from PC, mobile, and other internet-based 

devices. 
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2  Device specification

This chapter introduce function summary, features, detailed specification of 

the device. 

2.1  Device Instructions 

2.1.1  Summary 

Built-in a set of video coding chips, fulfill system coding, video storage 

and more. System diagram below: 

Monitoring system image 

Workflow: 

➢ Video recording, audio recording:

◼ Input audio/video, then compress, storage and live view output by

main chip;

➢ Local and remote playback:

1.Local playback

◼ Take out SD card and playback from computer client;

2.Remote playback

◼ Connect server from client to remote playback;
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Definition of indicator light status and ports

1：Supports two SD cards 

2：Support NANO SIM card (T-Mobile / ATT) 
3：MODE key switch network (press button/hold for 2 sec) 

1) NET/GPS will either blink RED or GREEN depending on what Internet source you are trying to connect 
the dash cam to.

2) REC/AP blinking green (means that the device is recording to the SD cards)

3) Power Settings: POWER light is a solid green light

4) Press Mode button to switch from connecting to the MDVR internal WIFI (AP Mode) or Press Mode 

when a T-Mobile/ATT sim card is inserted in MDVR device. 

5) Pressing mode button will change NET/GPS light indicators:

 Personal WIFI Mode network defined when using a portable hot spot MIFI device, office or home WIFI 

or when using personal phone's hot spot.

 WIFI/AP Mode is when connecting to MDVR device internal network

 3G/4G Mode is defined when a Sim card is inserted into device.

NET/GPS light indicator status

Mode1 - WIFI/AP Mode is defined when connected to device internal MDVR WIFI network.

 Light indicators：NET/GPS blinking Green light. This is to make changes in the menu settings.

Mode 2 - 3G/4G Sim card has been inserted in device 

 Light indicators：NET/GPS blinking red light. This will get you Online and able to view cameras from 

the mobile app or the Online server

After network success, NET/GPS will continue to blink red

REC/AP light is solid red: Video lost;

REC/AP solid light is green: SD exist but may need to be formatted from a desktop or laptop

REC/AP light is green and blinking slowly shows that the dash cam is recording to SD card

Click on link to view instructional videos:
https://www.dashcam.co/pages/falconeye-4g-dual-dash-cam-with-live-streaming

Dual Dash Cam with Live Streaming. WIFI, 4G, GPS, 1080P, Live Tracking 
QUICK START GUIDE -- DEVICE STANDARD 4G PARAMATERS DEFAULTS FOR 
T-MOBILE. NO SETTINGS WITHIN DEVICE MENU NEED TO BE ADJUSTED.



1. User name: Will either be your invoice/receipt # or it will be the device ID that is
labeled on your dash cam. Usually starts with a  9

2. Password: 000000

3. Enter Code

4. Login

Make sure that Adobe Flash Web PC Settings are set “allowed”

1. Check the box on top left corner next to username
2. Select the “+” sign next to your device # and picture of truck logo to display CH1, CH2,CH3,CH4

3. Right click on CH1 and CH2 (depends on how many cameras you may have) video cam logo and select either Preview Main

Stream or Preview Sub-Stream

Difference between viewing in: 

Main Stream, may have a clearer view, but is uses more data. Viewing may come across as delayed or hesitation might occur. 

(depends on internet speed) 

Sub-Stream the resolution may not be as clear, but typically there isn’t a delay or hesitation when viewing. (depends on internet 

speed) 

IOS and Android Mobile viewing

In the APP store, type the app name CMSV6

1. Account name: May Be Order# or Device ID that is labeled on your 
dash cam. Usually starts with a  9

2. Password: 000000

3. IP Address: 183.62.138.30
4. Login
5. Select + sign next to monitor center
6. select + sign next to your user name
7. select video/tuck icon
8. Select “Video”

THIS PROCESS IS ONCE YOU HAVE POWERED ON DEVICE AND MDVR DEVICE IS ONLINE 

Refer to FalconEye 4G Dash Cam Manual to get your device on-line

This Instructional manual is the Process to view cameras live on a desktop or laptop

Copy/Paste URL into web browser  

http://183.62.138.30:88/808gps/login.html

Tech Support available:
Mon-Fri 8am - 5pm CST
(972) 600-1320

http://183.62.138.30:88/808gps/login.html


How to get you dash cam Online and view cameras from an IOS and/or 
Android device when using a T-Mobile Sim card

In the APP store, type the app name CMSV6- Once downloaded, follow these steps 
and enter login credentials.

Login credentials:
1. Account name: May Be Order# or Device ID that is labeled 
on your dash cam. Device ID typically starts with a  9
2. Password: 000000
3. IP- 183.62.138.30
Select Login
Next

1. Select + sign next to monitor center
2. select + sign next to your user name
3. select video/truck icon
4. Select “Video”

Here are the 4G settings If T-Mobile default Net Setup Settings are changed when 
connected to the internal MDVR device network.
CMS Setup:
Address Type: IP
IP: 183.62.138.30
Port 6608
3G/4G Setup:
Net Type: WCDMA/FDD-LTE
APN: 3gnet
PhoneNo: *99#
UserName: card
Password: card

Gabriel
Cross-Out



FalconEye 4G HD dual recorder 

On dash cam device, press mode button to Switch network mode until you see NET/GPS light 
indicator is solid green

On mobile device open networking settings and select WIFI network that looks similar to 
“MDVR8102" default password: 99999999 (eight 9's)

Once connected to MDVR network, open CMSV6 APP and select “FIND” - Click Movie Icon - Click 
Settings - Click Net Setup- 3G/4G setup and Change the Net Type to FDD/WCDMA and the APN to 
broadband. Leave every other setting as is. Select Save - log out of app, power off device, power on 
device, press mode button once or until the NET/GPS light starts to blink green. Then open up 
CMSV6 APP, enter credentials, and then LOGIN

Login Credentials:
Account name: Will either be your invoice/receipt #, may start with a 1.
Password: 000000
IP- 183.62.138.30

How to get you dash cam Online and view cameras from an IOS and/or 
Android device when using an ATT card

In the APP store, type the app name CMSV6- Once downloaded, follow these steps

FDD/WCDMA
broadband



CLIENT

Login Credentials:
Account name: May Be Order# or Device ID that is labeled 
on your dash cam. Device ID typically starts with a  9
Password: 000000
IP- 183.62.138.30

1. User name: May Be Order# or Device ID that is labeled on your dash cam. Device ID typically starts with a  9
2. Password: 000000

3. Enter generated Code

4. Login

Make sure that Adobe Flash Web PC Settings are set “allowed”

1. Check the box on top left corner next to username
2. Select the “+” sign next to your device # and picture of truck logo to display CH1, CH2,CH3,CH4

3. Right click on CH1 and CH2 (depends on how many cameras you may have) video cam logo and select either Preview Main Stream or Preview Sub-

Stream

THIS PROCESS IS ONCE YOUR DEVICE IS ONLINE 

This Instructional manual is the Process to remote live view cameras on a desktop, laptop
Copy/Paste URL into web browser  

http://183.62.138.30:88/808gps/login.html

How to get you dash cam Online and view cameras from an IOS and/or 
Android device when connecting to a WIFI personal hot spot or portable WIFI 

Internet source. 
In the APP store, type the app name CMSV6- Once downloaded, follow these steps

On dash cam device, press mode button to Switch network mode until you see NET/GPS light indicator 
is solid green

On mobile device open networking settings and select WIFI network that looks similar to “MDVR8102" 
default password: 99999999 (eight 9's)

Once connected to MDVR network, open CMSV6 APP and select “FIND” - Click Movie Icon - Click 
Settings - Click Net Setup- WIFI Setup - WIFI Type; change to CLIENT - Next Enter Exact SSID and 
Password from your portable INTERNET source. Ex:phone hot spot/ portable MIFI device, etc (SSID/
Password must match and only accepts letters and numbers). No spaces or punctuations are compatible. 
Leave other settings as is. Leave every other setting as is. Select Save - log out of app, power off device, 
power on device, press mode button once or until the NET/GPS light starts to blink green.  Then open up 
CMSV6 APP, enter credentials, and then LOGIN

We provide 1080P camera resolutions, but quality is based on your on your Internet provider speeds
Tech Support: Office Mon- Fri 9am-5pm 972.600.1320  anytime: gabriel.falconeye@gmail.com

http://183.62.138.30:88/808gps/login.html
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