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1080P Heavy Duty MDVR CAM options
• Easily customize your online order 
• Any combination of cams and lengths of cables 
• No additional cost 

Need assistance with your order? 
We are happy to help! Call one of experts at 972.600.1320



1080P Heavy Duty    
 Bracket Cam with 
18 IR Lights 

SPECS
Imaging Sensor: CCD
CCD Total Pixels: 1080 x 960 (NTSC)
Minimum Illumination: 0 Lux
IR Night Range: 25-35ft
Consumption Current (Max.): 230mA
Horizontal View Angle: 120 Degrees
Operating Temperature: -20°C/+60°C or+4°F/140°F
Bracket: Heavy Duty, can rotate 360 Degrees

WHAT’S INCLUDED:
1080P Heavy Duty Bracket Waterproof CCD Camera 
with 15ft, 30ft, 45ft or 60ft cable

www.dashcam.co 972.600.1320

With a 18 high-powered IR LEDs for 25-35 feet night 
vision in total darkness. Aluminum alloy metal case 
with 6.8G-force rated shock resistant, IP66 waterproof 
of resistance grade, and heavy-duty adjustable steel 
mounting bracket.

18 IR LEDs Choose 1 cable per cam, any length 
(15ft, 30ft, 45ft or 60ft)

Inside or Outside

3” wide by 3.5” tall



1080P Aerodynamic 
Side View Mount 
heavy duty Cam

SPECS
Imaging Sensor: CCD
CCD Total Pixels: 1280 by 720 25 fps
Minimum Illumination: 0 Lux
IR Night Range: 25-35ft
Consumption Current (Max.): 230mA
Horizontal View Angle: 120 Degrees
Operating Temperature: -20°C/+60°C or+4°F/140°F
Bracket: Heavy Duty, can rotate 360 Degrees

WHAT’S INCLUDED:
1080P Heavy Duty aerodynamic Side View Waterproof 
CCD Camera with 15ft, 30ft, 45ft or 60ft cable

Water-proof camera comes with a 12 high-powered IR LEDs 
for 25-35 feet night vision in total darkness. Heavy duty 
exterior plastic casing with 6.8G-force rated shock resistant, 
IP66 waterproof of resistance grade.

12 IR LEDs Inside or OutsideChoose 1 cable per cam, any length 
(15ft, 30ft, 45ft or 60ft)

3” wide by 2.5” tall
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1080P MDVR and MNVR 
Heavy Duty Cam with 
BAR/Handle Bar Bracket

SPECS
Imaging Sensor: CCD
CCD Total Pixels: 1280 by 1080 30 fps
Minimum Illumination: 0 Lux
IR Night Range: 25-35ft
Consumption Current (Max.): 230mA
Horizontal View Angle: 120 Degrees
Operating Temperature: -20°C/+60°C or+4°F/140°F
Bracket: Heavy Duty, can rotate 360 Degrees

WHAT’S INCLUDED:
Heavy Duty Waterproof Camera with 
BAR BRACKET with 15ft, 30ft, 45ft or 60ft cable

This MDVR camera includes a bracket that can fit on almost any 
type of bar, including but not limited to side mirror bars and other 
similar bars. This wired 1080P Heavy Duty side view water-proof 
camera with BAR BRACKET comes with a 10 high-powered IR LEDs 
for 15-20 feet night vision in total darkness.

10 IR LEDs Inside or OutsideChoose 1 cable per cam, any length 
(15ft, 30ft, 45ft or 60ft)

2.25” wide by 5.5” tall
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Mini 1080P MDVR 
Camera with 
8 IR lights

SPECS
Imaging Sensor: CCD
CCD Total Pixels: 1080 x 960 (NTSC)
Minimum Illumination: 0 Lux
IR Night Range: 25ft-35ft
Consumption Current (Max.): 230mA
Horizontal View Angle: 120 Degrees
Operating Temperature: -20°C/+60°C or+4°F/140°F
Bracket: Small Bracket included on camera

WHAT’S INCLUDED:
Mini Bracket Waterproof CCD Camera 
with 15ft, 30ft, 45ft or 60ft cable

This wired bracket water-proof camera comes with a 8 high-
powered IR LEDs for 25-35 feet night vision in total darkness. 
Aluminum alloy metal case with 6.8G-force rated shock resistance, 
IP66 waterproof of resistance grade, and mounting bracket.

8 IR LEDs Inside or OutsideChoose 1 cable per cam, any length 
(15ft, 30ft, 45ft or 60ft)

1.75” wide by 1.25” tall
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