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PR25
ULTRA-THIN LED RECESSED LIGHT

Please read these instructions carefully before beginning installation. 

Check the contents of your pr25 kit to make sure it matches the parts 

on the next page. If you have any questions or problems please call us 

toll free at 800.986.0169. All LED Waves’ fixtures should be installed 

by a certified electrician.

warning: to avoid electric shock, 
disconnect power before installation.

PLANNING

step 1 Determine where you want to install the pr25 fixtures in your 

ceiling, taking into account the ceiling joist and strapping as well as 

where your 110v power source is located.

step 2 Determine the location of your 110v power supply (that supply 

power to the pr25 fixtures transformers).

step 3 Evaluate your floor plan and create a lighting layout based on 

the needs and condition of your space.

General Lighting Recommendation

8-foot ceilings Space the pr25 fixtures 3 feet apart at the center, 

and 3 feet away from the walls.

INSTALLATION INSTRUCTIONS FOR THE 6-INCH, 3-LIGHT KIT

Diagram 1: Lighting for 8-Foot Ceiling Diagram 2: Wall Wash Lighting Diagram 3: Auxiliary Accent Lighting

9-foot ceilings Space the pr25 fixtures 3.5 feet apart at the center, 

and 3.5 feet away from the walls.

10-foot ceilings Space the pr25 fixtures 4 feet apart at the center, 

and 4 feet away from the walls.

You may need to make some adjustments to the spacing based on 

the ceiling joist and strapping, as well as the layout of your room. Just 

make sure the fixtures are always an equal distance away from each 

wall and an equal distance away from each other.

Wall-Wash Recommendation

Space the pr25 fixtures 2 feet away from the wall at the center, 

and 2 feet away from each other at the center, running parallel to the 

wall you are illuminating.

Accent Lighting Recommendation

Space a pr25 fixture 2 feet away from the center of the artwork or 

detail you wish to highlight.

please refer to diagrams below for reference.

For a more specific lighting layout please feel free to call us at 

800.986.0169, our lighting experts will be happy to assist you.
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custom-length wire according
to your needs is sold separately.
please call us at 800.986.0169.
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PREPARATION

Although the installation of your pr25 kit is not difficult, it does 

require specific tools and steps to successfully complete it.

Tools Required for Installation

• cordless drill
• 5 15/16" hole saw or keyhole saw
• phillips screwdriver

Parts List

• 3 x pr256-inch led fixtures
• 3 x low-voltage quick-connect wires
• 1 x dimmable led driver
• 1 x 2.5-inch long velcro

Sold Separately by LED Waves

• junction box with four screws

INSTALLATION

step 1 Planning
During the Planning phase you should have determined the exact 

locations for your fixtures and power sources for your kit. Please see 

the diagram on page one for recommended layouts based on your 

ceiling height. Or consult our lighting experts by calling 800.986.0169.

step 2 Low-Voltage Quick-Connect Wire Map
Map out the path your Low-Voltage Quick-Connect wire will travel from 

the transformer to its farthest point. (Refer to diagrams 2 and 3.)

step 3 Cut Ceiling Holes for Fixtures
Determine the locations of the joist and strapping in your ceiling and 

make sure to avoid cutting through them during installation. If the 

preferred location of your fixture falls on a joist or strapping location, 

move the location of the fixture to either side of it.

Mark the ceiling with a pencil and cut a 5 15/16” circle in the ceiling 

using a Hole Saw or a Keyhole Saw. Repeat this step for all the fixtures.

step 4 Running the Low-Voltage Quick-Connect Wire
Start at the closest point to the transformer, connect the male end of 

the Quick-Connect wire to the female end of the connector in the red 

wire from the driver.

Connect the other female end of the Quick-Connect wire to the male 

end of another Quick-Connect wire. Continue this process until all the 

Quick-Connect wires are connected. If done correctly, the last wire 

should end with a female connector.

For Area layouts, connect the female end of the Quick-Connect wire to 

the male end of the connector in the blue wire from the driver. Please 

see Diagram 2 for reference.

For Linear layouts, connect the female end of the Quick-Connect 

wire to the male end of the custom-length wire (sold separately, call 

800.986.0169 for details.) Connect the female end of the custom-

length wire to the male end of the connector in the blue wire from the 

driver. Please see Diagram 3 for reference.

tools are not required to connect the wires, 
simply snap the male connector to the female 

connector. please do not cut the wires.

step 5 Installing the Fixtures
Connect the wire from the fixture with the Quick-Connect wire. There 

are no tools required to connect the wires, simply snap them together. 

Please do not cut the wires.

all fixtures must be connected before use, 
otherwise the fixtures won’t turn on.

Fold the wings on the retaining clips back against the body of the 

fixture and press the fixture up into the opening in the ceiling, 

carefully pushing the wires in ahead of it. Make sure each fixture is 

securely in place.

Diagram 2: Wiring Plan - Area

Diagram 3: Wiring Plan - Linear


