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The Midtown is a bright, dimmable LED recessed light fixture, low-profile 
enough for a wide range of installations. ETL approved for dry and damp 
locations, the Midtown is suitable in restrooms, showrooms, elevators, 
reception areas, and other home, hospitality, or commercial settings. Each 
fixture is comparable in brightness to a 50 Watt halogen down light.

The Midtown LED recessed light is made in the USA. The LEDs are designed 
for optimum lumen maintenance while withstanding the stress of high 
temperatures and operating currents. This is further supported by LED Waves’ 
exclusive heat sink, which promotes cooling airflow to add years to the life of 
the unit. Each recessed light comes with a line voltage LED driver for easy 
installation in your ceiling. For dimming, select the dimmable driver option.

Enjoy year after year of energy savings and beautiful, bright, focused 
illumination. With a lifespan over 50,000 hours each, these may be the only 
down lights you'll ever need!

• Gimbal ring allows you to swivel the light source from -30 to +30 degrees.
• Lead wires from the LED fixture to the LED driver are about 14 inches long.
• Proudly Made in the USA

Specifications
Brightness: 571 lumens @4000K, 520 lumens @3000K  Wattage: 9 Watt  
Compares to: 50 Watt halogen MR16  LED Chip: High-power white LEDs (3 
LEDs)  Voltage:  Non-dimmable LED driver (LW90-LD-C17021AF-50CM, UL 
listed, cUL, CE & RoHS approved): 100~240VAC 50/60Hz, Dimmable LED 
driver: 100~240VAC 50/60Hz   Lifespan: 50,000 hours  Housing: Aluminum 
alloy  Protection Rating: ETL listed: Standard for Safety for Luminaires (UL 
1598), Luminaires (CSA C22.2#250.0), Standard for Safety for Light Emitting 
Diode (LED) Equipment for Use in Lighting Products (UL 8750)  Operating 
Temperature: -25°C ~ 50°C

Part Numbers (SKUs)

Silver finish

Non-dimmable 
LED driver

Midtown 2.0 High-Power LED Recessed Light

Silver finish

White finish

Dimmable LED driver
(for use with incandescent 

dimming switch)
LW50-2012-A9-x4S-W3K

Beam angle
S = 8°
A = 15°
B = 30°
F = 45°
H = 60°

Color temperature
W3K = Warm white (3000K)
W4K = Neutral white (4000K)
W5K = Cool white (5000K)

Enclosure color
(null) = Silver finish
-WHT = White finish
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