
1-Channel POTS 2-Wire FXO/FXS to Fiber Converter Installation Kits 

Selector Guide 

Model 
FXO 

(Exchange) 

FXS 

(Subscriber) 
Function Fiber Installation 

Distance 

Capability* 

PK1M 1 1 POTS 
MM 

Duplex 
Standalone 2 km 

PK1M-RM 1 1 POTS 
MM 

Duplex 
Rack-Mount 2 km 

PKR1M - 2 Ring Down 
MM 

Duplex 
Standalone 2 km 

PKR1M-RM - 2 Ring Down 
MM 

Duplex 
Rack-Mount 2 km 

       

PK1MSF 1 1 POTS 
MM 

Simplex 
Standalone 2 km 

PK1MSF-RM 1 1 POTS 
MM 

Simplex 
Rack-Mount 2 km 

PKR1MSF - 2 Ring Down 
MM 

Simplex 
Standalone 2 km 

PKR1MSF-RM - 2 Ring Down 
MM 

Simplex 
Rack-Mount 2 km 

       

PK1S 1 1 POTS 
SM 

Duplex 
Standalone 20 km 

PK1S-RM 1 1 POTS 
SM 

Duplex 
Rack-Mount 20 km 

PKR1S - 2 Ring Down 
SM 

Duplex 
Standalone 20 km 

PKR1S-RM - 2 Ring Down 
SM 

Duplex 
Rack-Mount 20 km 

       

PK1SSF 1 1 POTS 
SM 

Simplex 
Standalone 20 km 

PK1SSF-RM 1 1 POTS 
SM 

Simplex 
Rack-Mount 20 km 

PKR1SSF - 2 Ring Down 
SM 

Simplex 
Standalone 20 km 

PKR1SSF-RM - 2 Ring Down 
SM 

Simplex 
Rack-Mount 20 km 

NOTES: 

1. All units have LC optical connectors. 

2. “-RM” indicates Rack-Mount. 

3. Rack-Mount kits include one 2-Slot chassis and one standalone enclosure. 

* Requires appropriate length of fiber optic cable. 
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