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CDI P/N 413-9903  Wiring Harness  3 Cyl. 

This harness will replace P/N: 384050. 

WARNING!  This product is designed to be installed by a professional marine mechanic. CDI Electronics cannot 
be held liable for injury or damage resulting from improper installation, abuse, neglect or misuse of this product. 

INSTALLATION 

1. Disconnect battery. 

2. Remove original wiring harness. Be sure to make note of wire routing. 

3. With old wiring harness removed clean all connection points to verify good connection of new wiring harness. 

4. Install new wiring harness in the same position as original wiring harness. 

5. Install a 20 AMP fuse in the Yellow fuse holder. 

6. Verify proper placement of all wires. Reconnect battery. 

7. Wire color chart. 

A) Red/Violet or Red/Blue- Comes from the harness’s fuse holder, providing fused 12V to ignition key switch. 

B) Red- Battery cable side of starter solenoid, splits out to harness’s fuse holder and terminal strip.  

C) White- Switched power to starter solenoid and Neutral Safety Switch. 

D) Black- Engine Ground wire. 

E) Grey- Connects with one of the Rectifier Yellow wires on the terminal strip.  

F) Violet/White- Choke solenoid  

G) Violet-Key-On 12V from the ignition switch. 

H) Tan - Temperature Sensor located on the cylinder head. 

I) Green- Forward Gear Solenoid in the gearcase. 

J) Blue- Reverse Gear Solenoid in the gearcase. 

K) Violet /Green-Diode and Lead Assembly on terminal strip. 
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