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Specifications:
Input Electrical 110/220V ac, 50-60 Hz

Output Current 28.5V

NSN Status: 6130-01-564-9082

GSA Contract Item: GS-07F-0473M

Mechanical: Steel Enclosure

Termination: NATO Connector

Weight: 86.0 lbs.

Restrictions: Do not have charger plugged in while jump-starting vehicle

HD Jump Start, 28.5V
Part #: 746X700
Model #: JUMP START
NSN: 6130-01-564-9082
• Jump starts vehicles with 24-Volt battery system
• Maintains batteries in peak condition
• Rugged, portable and user friendly
• Connects to vehicle with special external heavy duty plug
• One-Year Limited Warranty

Description: 
HD Jump Start is compatible with all 24-Volt vehicle systems and will  
jump start multiple vehicles before recharging. State of Charge indicators  
come in LED and as voltage read-outs. During operation, the Jump Start  
is connected to a vehicle or piece of equipment via the special external  
heavy duty plug. It will start up to 1500 HP engines. In between uses, the  
Jump Start is left plugged in so it is ready to go when you are. Modular  
construction provides fast and easy component servicing.

JUMP START AND MAINTAIN YOUR 24-VOLT VEHICLE BATTERY SYSTEM 
The user friendly HD Jump Start is designed to deliver high amperage for starting turbine and system 
engines and can jump start multiple vehicles before recharging is necessary.  In between jump starts, 
the built-in charger  maintains 24-Volt battery systems at peak efficiency without over charging when left 
plugged into an AC 110/220-Volt power source. The advanced AGM lead-acid batteries which power the 
starting capability are non-hazardous and can be shipped safely in any transportation mode.

Housed in a rugged steel enclosed cart with wheels, the push or pull handle can easily move the unit to 
where it’s needed. Component servicing is fast and easy because of its modular construction.

The built-in push button digital volt meter gives you the exact voltage of the battery pack prior to 
use.  Yellow LEDs indicate charging until the charger reaches full charge.  Then a steady green LED 
will indicate the battery is in maintenance mode. A replacement Jump Start Battery (746X705) and 
replacement Top Assembly (746X704) can be purchased separately.


