
OVAL WOOD DISC CHANDELIER - 
OMBRE WITH RECYCLED GLASS 
Handcrafted in South Africa, wood chandeliers feature tiers of cascading discs made of sustainable sourced
Jacaranda wood. The creation process is very labor intensive, resulting in a natural-yet-elegant finish. Chandelier
may be specified in an all natural finish by special order. 

All hard-wired lighting is UL-listed for dry locations. Not suitable for outdoor use. 
6’ of chain and cord supplied with each chandelier. 
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MATERIALS AND CONSTRUCTION

Hand-cut Jacaranda wood - natural and dip-dyed
Recycled glass discs 
Powder coated metal frame

DIMENSIONS

63" W x 16" D x 26” H

CEILING CANOPY 

2 ** x 5.25” Dia. X 7” H 
Powder coated - umber grey (standard)
Powder coated - antique gold, brushed nickel, white
or black (custom)
** Can be modified during installation to 1 ceiling
canopy **

CHAIN

4 x 6’ L chain
Powder coated - umber grey (standard)
Powder coated - antique gold, brushed nickel, white
or black (custom)

CORD COLOR

Clear

BULB SPECIFICATION 
(BULBS NOT INCLUDED)

Type: LED only 
Base:  E26 (Standard Edison) 
MAX Wattage per bulb:  7w LED 
Number of bulbs required:  5

WEIGHT

Approximately 110 LBS



White

Antique Gold 

Umber Grey

STANDARD

Brushed Nickel 

CUSTOM

Black 

INSTALLATION AND CARE

Due to the weight of the chandelier, please consult
an electrician regarding the support needed from
the junction box
Wood is a natural product and is therefore
susceptible to fading if exposed to direct sunlight
or moisture
Refer to installation instructions for full details

SHIPPING AND DELIVERY

Durably wrapped and crated 
Ombre w/ Recycled Glass & Umber Grey finish
stocked and available for immediate delivery 
Back-order / Special-order items available for
domestic shipping 12-14 weeks from receipt of
deposit 
Ships on a pallet via Motor freight 

SPECS
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63" W X 16" D X 26" H
TOTAL HEIGHT: 105"
26" (Fixture) + 72" (Chain)**   + 7" (Ceil ing canopy) 

FINISH OPTIONS

** Can be modified to 1 ceiling canopy and chain can be shortened during installation ** 


