
ART. 61/ET4 PERIMETRALE POSTERIORE VESPA ET2/ET4
 
Rear perimetric pipe Vespe ET2/ET~ 
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MONTAGGIO PERIMETRALI POSTERIORI
 
Instuction to mount rear perimetric pipe
 ----- ._- ..... - ..- .... -- - -

AIzar~ La sella della scooter, svitare Ie viti che fissana il porta
pacchi di serie, dllenta~dolo ed estrarre Ie due vlti che 10 fissa
no alia scOCca sopra il f'anale pO,steriore, FIG. B. 
Fissare al sottoscocca il supporto portaperimetrale dotato di 3 viti TE 5xlc 
di fissaggio e centrarlo. Infilare il piela del perimetrale nella 
parte 8ottoscocca .. primo quello di SX frontemarcia} indi avvitare 

sotto il portapacchi lasciandol0 lento, poi stessa operazione can 
il OX ~ad~ndo di infilare la boccola di connessione fig. C-O 
Stringere il tutto assestanda in pasizione ottimale. 

INSTRUCTION TO /'fOUNT REAR PERIJrfETRIC PIPE 

Lift the scooter saddle} diSassemble the screws which fix its own 
rear carrier} take off the screws that are fixinF -:;~e rear carrier .., 
on the shield over the rear lamp. (Fig. B) _ Fix to ;:.-.,e under-shield 
the perimetric pipe plate'which have- its own -3 screws to fix and 
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centre. Insert the left perimetric pipe pin under the shield after ,'. 
a:;semble the rear carrier and leave it loose and it is the,. same with 
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"th9,right side} - to have 3ttention to insert .c:le connection bush CiS 

FIr C~D. righI-en ,111 r.:he parts e.rri'ngement the right po ..,jtion. ';i-" 
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