
The DARAY Optoma LED light range has been 
developed to be as unobtrusive as possible without loss 
in performance or versatility. It is an extremely capable, 
multifunctional light unit, able to be used equally well 
in high traffic public areas such as busy corridors, 
waiting areas and stairwells, as it is in more specialist 
applications, such as patient lighting on hospital wards or 
residential rooms.

The Optoma is extremely flexible with a huge range of 
fitting options. It can be mounted on a ceiling as low as 
2.3m to give a wide, bright uniform lighting, on a wall to 
provide a soft ambient lighting, or a direct reading light; it 
could even be mounted vertically where space is limited.

The assymetrical light output reduces shadows, and 
glare. It is controlled by advanced prismatic and reflector 
technology, and finished off with a stylish opal lens, and 
quality aluminium alloy body.

Being LED the Optoma is extremely efficient, using much 
less power than traditional lighting solutions, and has a 
long 50,000 hour lifetime. 

To complete the Optoma, we have produced it in several 
size and colour temperature options. If you need extra 
functionality on your Optoma, call us to discuss your 
needs as we are able to develop bespoke versions to 
meet your exact requirements.

Optoma
Dual zone LED light



Daray make every effort to ensure that the information in this document is correct and accurate, however, we cannot be held responsible  
for errors and omissions. Daray reserves the right to alter specifications and to add and withdraw products without notice.

www.daray.com
Tel:  0800 804 8384  Email: info@daray.co.uk

Edison House, Robian Way, Swadlincote DE11 9DH
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DARAY have been established in the medical, dental and veterinary 
markets since 1968 building exceptional and durable products.
 
We shall continue to innovate; aiming to excel in our endeavours to 
deliver reliable solutions.

ABOUT DARAY

DUAL-FACE LED BOX LIGHT

CEILING APPLICATION WALL APPLICATION

The special wide‐angle and anti‐glare technology assures optimized low‐glare and
low‐re ection light control.

Model NO. Power Lumens
Flux

Beam
Angle

Input
Voltage CRI PF IP

Grade
Dimension

/mm Warranty

600-35 35 W 2800 lm 120°+120° AC100~240V Ra>80 PF>0.93 IP22 $76.0 $70.0 600*150*60 3-year

900-55 55 W 4500 lm 120°+120° AC100~240V Ra>80 PF>0.93 IP22 $109.0 $99.0 900*150*60 3-year

1200-75 75 W 5800 lm 120°+120° AC100~240V Ra>80 PF>0.93 IP22 $121.0 $112.0 1200*150*60 3-year

EXW_PRICE - DUAL-FACE LED BOX LIGHT
Price（USD/pc)

MOQ50  |  200pcs Remark

1. Stable 6030 Aluminum Frame,
2. Direct/indirect light distribution,
3. Smooth elegant Opal PMMA cover.

With its sleek silhouette, it integrates stylishly and harmoniously in any room.

Even low and narrow corridors or door areas in residential rooms are
homogeneously and uniformly illuminated.

The dual‐face lighting components give rooms a friendly and bright ambiance.

Model Power Lumens Flux Beam angle Input voltage CRI PF Dimensions (mm)

OPT600-35 35 W 2800 lm 120°+120° AC100~240V Ra>80 PF>0.93 600x150x55

OPT900-55 55 W 4500 lm 120°+120° AC100~240V Ra>80 PF>0.93 900x150x55

OPT1200-75 75 W 5800 lm 120°+120° AC100~240V Ra>80 PF>0.93 1200x150x55
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Products available

Wall application

Ceiling application

Patient lighting

• Long LED life of 50,000 hours
• Wide‐angle, glare free technology assures optimised low‐

reflection light control.
• Homogeneous and uniform illumination
• The dual‐direction lighting gives a friendly and bright ambiance
• Direct / indirect light distribution
• High quality 6030 aluminium frame
• Smooth elegant opal PMMA cover
• IP22
• Available in cool white, warm white, neutral white and daylight 

colour temperatures
• DALI & PWM options available, please call.

Features


