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RMSSYSTEMOVERVIEW
SOLARARRAY

Technology Monocrystalline
Power (Pmax) 70W, 100W, or 170W

Tilt 0-60˚ in 10˚ increments

BATTERY
Chemistry Sealed lead acid AGM, non-spillable

Capacity

70W 54Ah/648Wh (3 batt)

100W
72AH/864 WH (4 BAT-
T),90AH/ 1080WH (5 BATT)
108AH/ 1296WH (6 BATT)

170W
108AH/ 1296WH (6 BATT)
144AH/ 1728WH(8 BATT)
180AH/2160WH (10 BATT)

Nominal Voltage 12V
Operating Temp -40˚F to 176˚F(-40˚C to 80˚C)

LUMINAIRE
Luminous Flux 4540 standard, up to 17720lumens
Consumption 33W standard,50W-150W available

Lighting Efficiency 134lm/W (luminaire)
160 lm/W (LED chip)

CONTROLLER
Standard Controller Urban Solar ECM™with real time clock,

data logging, low voltage disconnect
Optional Urban Solar cellular-based ECMConnect™

Functionality wirelesscontrol and monitoring

ENCLOSURE

System
Weight

70W 101lbs (3 batt)
100W 135lbs (4 batt)

148lbs (5 batt)
161lbs (6 batt)

170W 187lbs (6 batt)
214lbs (8 batt)
241lbs (10 batt)

EPA

70W 4.0 ft2 (45˚ tilt)
100W 7.0 ft2 (45˚ tilt)
170W 8.6 ft2 (45˚ tilt)

Environmental Rating Nema 3R
Hardware Security hardware on exposed parts
Material 10Gaaluminum
Finish Powder coat, any RAL color

POLE
Dimensions 20’ x 5” x 0.188”galvanized steel pole,

optional powder coat
Fixation Hurricane-rated mounting system

WARRANTY
System 10year system, 25 year panel warranty
Battery 5 year pro-rated warranty

CERTIFICATION
System Certification UL system-level listing
Panel Certification Solar panels tested to UL1703standard,

including hail test

RMSSYSTEMDRAWINGS

Pairing of AB Series and IL / RMSSeries
Complete CrosswalkLighting Intallations

RMS70 70W 100W 170W



ABSERIESCOMPATIBLESYSTEMS
AB-1400 Beacon Signal Setup Single head; Pole Top Mounting

Flash Pattern Options MUTCDStandard (0.5 seconds ON, 0.5 seconds OFF)
JSFT Strobe Energy Efficient Flash Pattern

AB-2400 Beacon Signal Setup Dual Heads;Pole Top Mounting
AB-3400 Beacon Signal Setup Dual Heads;Overhead Horizontal Mounting
AB-7400 Beacon Signal Setup Dual Heads;Overhead Vertical Mounting
AB-2400,
AB-3400,

and
AB-7400

Flash Pattern Options MUTCDStandard (0.5 seconds ON, 0.5 seconds OFF)
JSFT Strobe Energy Efficient Flash Pattern**
JSFTWig - Wag Strobe Energy Efficient FlashPattern**
MUTCDWig - Wag

LensMaterial UV stabilized polycarbonate and Abrasion resistant
LED Housing 100%Polycarbonate

LEDSize 8” Diameter (200 mm)*
12”Diameter (300mm)*

LEDHousing
Dimensions

8” head - 14”x 10” x 6” (35 x 25 x 16cm)*
12”head - 17”x 14”x 6” (44 x 25 x 17cm)*

Std. LED Color
Options

Amber or Red
(custom colors available)

LED& Solar Engine
Housing Colors

Yellow, Black or Green
(custom colors available)

AB-5800 Sign Style To be determined by customer
Flash Pattern Options MUTCDStandard (0.5 seconds ON, 0.5 seconds OFF)

JSFT Strobe Energy Efficient Flash Pattern
Standard Road

Sign Sizes 24”, 30”, 36”, or 48” and others upon request

Std. LED
Confioguration Available in 6 or 8 LEDs per sign

LED Light Output 132lumens
LED Size 0.75” (20mm)

LED Colors Amber, Red or White
AB-9207,
AB-9407

RRFBSignal Setup Single sided/Single Lightbar (9207) or
Dual sided/Dual Lightbars (9407) RRFB

Flash Pattern Options RRFBPattern (WW + S) FHWA IA-21Approved
RRFBHousing Material A5052 Sheet Aluminum (Lightbar)

6061-T6Aluminum (Mount)
LED Size 3” x 7” (76.2 x 177.8mm)*x two per lightbar

Tell Tale LED Size 1”x 2” (25.5 x 51mm)* x two per lightbar
Housing Dimensions 24” x 3” x 3.75” (61cm x 7.75cmx 9.5cm)*
LED Color Options Amber or Red (custom colors available)

Pairing of AB Series and IL / RMSSeries
Complete CrosswalkLighting Intallations
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