
The AGD326Pedestrian Detector is a smart, dynamic
environment detector that makescrossingssaferand
more efficient by delivering robustdetection dayand
night on wide crossings.

TheAGD326radarhasbeen designed for the detection and
monitoring of pedestriansand cyclists crossingthe road
at signalledinstallations andother applicationswherethe
detection and safetyof moving pedestrians is required.

The326allows optimisation of the crossingphase,giving
backmore greentime to traffic. AGDTouch-setupprovides
safeand easyremote setupvia a smart phone or tablet.

Suitable for stand-alone useor deployment asthe ideal
combination with AGD641orAGD645kerbsidedetectors for
intelligent, safer,high-performance crossings.

AGD326

Features
• Monitors moving pedestrians and cyclists to enhance

safetyand optimise crossingperformance

• Improved 24m rangeto accommodate large crossings
around the world

• 24GHzradartechnology suitable for international
deployments

• Dynamicadjustable rangeandwidth for new site designs

• EasyWiFiAGDTouch-setup –speedsinstallation and
reducesrisk

• Co-locationof up to four detectors

• Compatibility with old and newcontrollersmakesthe
AGD326anideal solution for any site
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safer,greener,moreefficient

24m
New Longer Range



Product Specification
Description Pedestrian/CycleDetector
Technology 24GHzFMCWradar
Channel Four selectable viaWiFi
Frequency
DetectionRange Up to 24m across the crossing

(1m increments)
Detection Width - 10m(1m increments)

LowSpeed 1.5kph
Threshold
MountingHeight 2-4m (3mnominal)
PowerSupply 12/24Vac/dc, 42Vacor 230Vac
Power 1.6W@24Vac @66mA

2.2W@230Vac @10.1mA
2.1W@42Vac @50mA

WiFiFrequency Frequencyrange (MHz):2412-2472
Detect Output SingleOpto (or relay)
LEDIndication Front LEDfor detect

RearLEDfor detect andWiFiconnection
HousingMaterial BlackPolycarbonate
Sealing IP56
Operating Temp -15°Cto +60°C
Configuration WiFiAGDTouch-Setup
Dimensions W108mm xD50mmxH174mm
Weight 650g
MTBF 20yrsbasedon field data ofprior generation

radar for 10,000unitsinstalled over3years
Complieswith EMC:BSEN50293:2012,EN301489-17

EN301489-1,EN301481-51
Health &Safety:EN60950-1,EN60950-22
EN50556,EN62311
Spectrum: EN300328,EN300440
RoHS:EN50581,TOPAS2506A,AS/NZS4268

WiFi AGDTouch-setupwith flexible
rangesetting
The326is quick to setup using anyWiFidevice -
smart-phone,tablet or laptop -with its unique&
secureAGDTouch-setupthat allows installers to
configure the devicein three simple steps:

1. Name device
2. Select range
3. Select channelfrequency

Multiple AGDdetectorsmay be setup at the same
time from asafeposition on the ground,or in a
vehicle up to 30maway.Conveniently, the 326
canbeadjusted for changesjust asquickly in the
sameway.

Flexibledetector configuration

Thesmart AGD326providesgreater performance
acrosswider crossingsthan it’s predecessorthe
AGD226whichis usedon over 25000sites worldwide
providing reliable detection for pedestriansand
cyclists. TheAGD326isthe ideal detection solution
for your intelligent crossingscombiningwell with
both the AGD641andAGD645kerbsidedetectors to
significantly improve crossingsafety.

Dimensions

Tested and AGDCertified
All AGDproducts are Tested, Calibrated and AGDCertified
socustomersknow that all deviceswill perform exactly
asdescribed.
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