
PRODUCT DESCRIPTION

INTENDED USE

PRODUCT INFORMATION

COLOURS: RAL or BS colours

FINISH: Satin finish.

VOC/litre: 425g/litre

MIXING RATIO: 4 : 1

SPREADING RATE: 10.4sqm/litre @ 50μm DFT

SURFACE PREPARATION

APPLICATION DETAILS

APPLICATION: Apply 1-2 coats or as specified.

APPLICATION METHOD: Brush or spray.

THINNER: Premium Thinners (Xylene).

DRYING TIME

Substrate 

Temperature
Touch Dry Hard Dry

Minimum 

Overcoat

Maximum 

Overcoat

10 C 90 Minutes 8 Hours 4 Hours Unlimited

                                2 PACK EPOXY FINISH

VOLUME SOLIDS: 52% +/- 2%

SPECIFIC GRAVITY (mixed): 1.39

2 Pack Epoxy Finish is a high performance, tough interior coating with excellent resisitance to solvents, chemicals, 

mechanical damage and particularly for exposures subject to high levels of humidity or occasional water immersion. Excellent 

corrosion resistance, but should not be used externally because all epoxy topcoats breakdown when exposed to UV light, causing 

them to chalk readily and for the colour to darken and yellow.

A high performance, high gloss, chemical and solvent resisitant finish typically used on Machinery, process steelwork, fixed plant 

and portable equipment where high levels of humidity, aggressive aqueous chemicals or immersion conditions exist. For example 

in industrial or chemical plant.

Castle 2 Pack Epoxy can be applied to most adequately pretreated substrates which have been previously primed with Castle 2 

pack Epoxy Zinc phoshate Primer. Where extreme environmetal conditions are found e.g. sewage treatment plants, marine 

environments etc. a minimum of 1 coat of 2 pack Epoxy Intercoat should be additionally applied. Surfaces must be dry, sound and 

free from dirt, dust and grease. Previously painted glossy surfaces should be lightly abraded prior to application to promote 

adhesion.



STORAGE & HANDLING

STORAGE: Always store and transport in a secure upright position. Store the closed container in a cool dry place.

Keep away from extremes of temperature.

PACK SIZES: 5 Litre and 20 Litre pack sizes.

HEALTH & SAFETY

-     Paint product - flammable.

-     Keep away from sources of ignition.

-     Do not take internally.

-     Keep out of the reach of children.

-     In case of contact with eyes rinse immediately with plenty of water.

-     In case of insufficient ventilation wear suitable respiratory equipment.

-     Remove splashes from skin using soap and water or a recognised skin cleaner.

-     Dispose of container and contents in accordance with local/national regulations.

-     Do not empty product into drains or watercourses.

-     Contains no added lead. 

-     See MSDS for more information.

QUALITY ASSURANCE

Castle paints products are manufactured using only the highest quality raw materials. We guarantee the quality of our

products. This guarantee does not include labour or cost of labour for the application of any paint.

The user will be deemed to have satisfied him/herself independently as to the suitability of our products for his/her own

particular purpose. In no event shall Castle Paints be liable for consequential or incidental damages.
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