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Thank you for purchasing a Dust Collection 

Nozzle! 

It’s been an item that we’ve been tinkering with 
for roughly three years and hope that it meets 
your expectations.  

If you’ve ever wondered how ideas like these 
progress from beginning to end, simply take a look 
at the original prototype for this particular version 
of the dust collection nozzle and compare it to the 
finished product you’ve received.  

It’s an interesting process to go through and for 
reference that square acrylic tube is super glued to 
short pieces of anti-chip strip, which were then 
duct taped to the adapter plate. 

Please let us know if there’s anything we can answer for you or help out with. 

Thank you for your business! 
Richard, Darlene, and Jacob Rhodes 

Note: This set of instructions is for installing the DCN or ZCB to an adapter plate 
that has been modified with the correct slot and hole spacing. Please see 

alternate instructions “Retrofitting An Existing Saw Adapter For Dust Collection” 
if you need to retrofit your existing Saw Adapter Plate. 

What has changed: 

The saw adapter plate now has 4 pre-drilled holes and two notches that have been milled into 
the bottom face. The notch is so that the DCN can slot into that area as a locating feature, and 
there are two separate notches to facilitate left or right bladed saws. The predrilled holes 
accept 10-32 brass threaded inserts (included), and both the DCN and updated ZCBs have been 
modified to match that hole spacing and bolt size. 

The threaded inserts are knurled on the outside and lock in place once the bolt is threaded into 
them.  
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1) Press the insert into the drilled holes on 
the plate from the top surface of the 
plate (the one without all the stuff cut 
into it) towards the bottom, with the 
smooth shiny part of the insert going in 
first. 

 

 

2) Use a pair of channel lock pliers, a C-clamp, or other appropriate clamping device to seat 
the insert into the plate, flush with the top surface of the adapter plate. 

  
3) After seating the inserts, use the provided 

hardware and install the DCN or ZCB to 
the bottom of the plate. 

 

 
4) After installing the DCN or ZCB, use a 

scrap piece of lumber and slide the Anti-
Chip strip out of your track by about 24 
inches. 
 

5) Place the adapted saw onto the track in 
the bare section, and plunge cut down 
into the fully supported DCN or ZCB. 

 
 


