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The new Top Gun  Warrior Series auto-darkening welding helmet range offers dual independent arc sensors for a 
1/30000s lens darkening reaction time with adjustable sensitivity for exceptional UV protection. 

With inter-changeable lithium batteries and a solar cell assist, the electronic lens in this light-weight helmet is long 
lasting and ready to work when you are. 

TOPGUN WELDING HELMETS
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Specifications Styles
MODEL: NOVA
OPTICAL CLASS: 1 / 1 / 1 / 2
VIEWING AREA: 96MM X 39MM
CARTRIDGE SIZE: 110MM X 90MM X 9MM
ARC SENSOR: 2 (INDEPENDANT)
SHADE STATE: DIN 4, 9 ~  13 STEPLESS VARIABLE (EXTERNAL)
GRINDING FUNCTION: YES (EXTERNAL)
SENSITIVITY CONTROL: STEPLESS VARIABLE (INTERNAL)
SWITCHING TIME: <1/30000s (ANSI, +23°)
DELAY TIME: 0.1-1.0s STEPLESS VARIABLE
POWER SUPPLY: SOLAR CELL, BATTERY CHANGE REQUIRED

1 X CR2032 LITHIUM BATTERY 
UV-IR PROTECTOIN SHADE: DIN 16 (PERMANENT)
LOW BATTERY INDICATOR: YES, RED LED LIGHT
OPERATING TEP: -10 °C ~ +60°C 
WARRANTY: 2 YEARS


