
 

 

 

        

  
 
    

 

 

Chilled Mirror Hygrometer    -90°C to +20°C (-130°F to +68°F) 

 Edgetech Instruments Model Dewtech 390 comprises a three stage peltier 

cooled mirror hygrometer and integral refrigeration unit. It is designed to measure 
moisture in gas as low as –90°C (-130°F)  dewpoint (Td).     

 Model Dewtech 390 can display concentration at atmospheric pressure or     

compensate for pressure variations with input from a pressure transducer. 
   

 Accuracy to ± 0.2°C dewpoint. 
  

 Bench or Counter Top Standing - Front panel access to all main components       

including mirror cleaning. 
  

 Dual alarm capability. User programmable. Can be set for latching or auto -reset 

mode.  

 Serial and analog outputs. 
  

 RS232 communication with terminal, printer or computer. Remote programming. 

Data output such as dew point and alarm status. 

  

 0-5 VDC, 4-20 mA, 0-10 VDC, or 0-20mA   User scalable to drive peripheral          

devices. Available simultaneously, one input per measurement parameter. Scalable 

throughout the entire operating range of psychometric variables. Program via front 

panel. 

 

Edgetech Instruments  

field proven technology. 
 

Primary measurement         

technique. 
 

Ideal for laboratory, scientific, 

research applications and  

many more. 
 

Can be configured to include   

pressure or temperature    

measurements. 

Fast Response, Stable and   

Reliable. 
 

Easy set up. 
 

 

 



 

   Toll Free: 800-276-3729     Ph: 508-263-5900    Fax: 508-486-9348 
    E-mail:  h2o@edgetechinstruments.com       

Web:  www.edgetechinstruments.com 

 
 
 
 
 
 
 

 
 
 
 
 
 

  Technical Specifications 

 

Sensor Three stage peltier with additional refrigeration. 
 
ABC Automatic Balance Control Automatically corrects 
for most mirror contaminants and automatically rebalances 
the optics at start up. 
  
Programmable Automatic Balance Cycle (PABC)                     
Programmable interval of balance control for greatest      
convenience, increasing the length of unattended              
operation.   
 
8 Line Graphic data display with backlight.  Scrolling 
menu via front panel. 
  
Pressure transducer input for psychometric variable. 
(Option)  
 
Temperature sensor for RH calculation. (Option) 
  
Certificate of Calibration. Traceable to National /          
International Humidity Standards.  
 

 
 

 
Measurement in °C or °F dewpoint. %RH, AT, ppm(v) and     
pressure also available. 
 
Power Universal 110-230 VAC, 50/60Hz. 
 
Sample Pressure 0 to 5 bar (0 to 75 psia) 
  
Sample Flow Rate 0.25 to 2.4 litres/minute (0.5/5.0 SCFH) 
 
Range  -90°C dewpoint to +20°C dewpoint 
  
Dimensions  600 x 520 x 435mm  (23.62 x 20.47 x 17.13in) 
 
Packed Dimensions  740 x 680 x 590mm                                 
(29.13 x 26.77 x 22.23in) 
  
Weight   47 Kg  (103 lb) 
 
Packed Weight   70 Kg  (154 lb) 
 
  

 

Model Dewtech 390 Details: 


