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uNLoAdiNg VALVeS

Materials
Cartridge = steel, zinc plated
Internal parts = hardened steel
Body = high strength alloy

Rated Flow 150 LPM
Adjustment Range 50-200 bar
Standard Setting 200 bar
Pressure Inc. Per Turn 50 bar
Max. Setting 220 bar

Max. Pressure 210 bar

Weight 1.350 kg

Port Sizes P/T = G1/2
PIL = G1/4

Adjustment Type Leakproof screw
Oil Temperature 
Range -20°C + 80°C

Recommended  
Filtration

Nominal max. 10μ, ISO 4406-
19/17/14 (NAS8) or less

Ambient  
Temperature Range -30°C + 60°C

Technical Specifications
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Solution in Motion

SPECIFICHE TECNICHE
Materiali: cartuccia in acciaio zincato giallo, parti interne in acciaio
trattato termicamente. Corpo in lega di alluminio.
Portata max.: 150 l/min
Taratura max.: 250 bar
Pressione max.: 300 bar
Regolazione pressione: mediante vite
Peso: 1,350 Kg

TECHNICAL SPECIFICATIONS
Materials: cartridge in steel zinc plated, internal parts in hardened
steel. Body is in high strenght alluminium alloy.
Rated flow: 150 l/min
Max. setting: 250 bar
Max.pressure: 300 bar
Adjustement means: leakproof screw
Weight: 1,350 Kg

Valvola di messa a scarico, idropilotata
Pilot operated unloading valve
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Pressure drop Curves

Oil viscosity 24 mm2/sec. (3.5 oE) 
Temperature 50 oC

Line Mounted, Pilot Operated Unloading Valve
FPMS-P-1/2-20
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