
S M A R T,  S U S T A I N A B L E

N A N O - F O R M U L AT E D  S O L U T I O N S

APPLICATION GUIDE
S U R FA C E  P R E P  &  a p p l i c at i o n  g u i d e

PAINTER’S TAPE


PAINTBRUSH (2-4” WIDE FOR EDGES)


MICROFIBER CLOTHS


PROTECTIVE GLOVES & CLOTHING

     

PROTECTIVE TARP

M A I L :  I N F O @ A R M U S S O L U T I O N S . C O M     W E B :  A R M U S M A R I N E . C O M

r e q u i r e d  t o o l s

Shark Gel will permanently stain wood surfaces. To prevent this 
from happening, use a protective tarp and ensure wood is fully and 
securely covered during application.

Shark Gel may cause skin irritation. It is important to keep safety in 
mind when handling and during application. Wear protective rip-
resistant gloves. If skin irritation occurs, wash thoroughly with 
soap and water immediately.

s u r fa c e  p r e p

 Wear protect ive gloves & gear  before apply ing
 Surface must  be c leaned from dir t ,  debr is ,  and any residue.  

A P P L I C AT I O N  I N S T R U C T I O N S

 Shake container  wel l  before use
 Transfer  Shark Gel  to  a  smal ler  container  for  easier  appl icat ion i f  

working on smal ler  sur faces.  For  larger  scale appl icat ions,  pour  into a  
paint  t ray

 Depending on your  sur face s ize,  use a foam rol ler  or  bush to apply  Shark 
Gel  to  your  desired surface

 As Shark Gel  works,  rust  and ox idat ion run-off  may occur.  Wipe up any 
excess run-off  as i t  appears using a microfiber  c loth to prevent  Shark Gel  
f rom staining other  sur faces

 On more stubborn rust  and ox idat ion,  a l low Shark Gel  to  s i t  undisturbed 
on the t reated surface for  2  to  5  minutes

 When ready,  r inse the surface with  water  or  wipe with  a  wet  sponge or  
c loth.

 I f  persistent  rust  remains,  repeat  the process.

shark gel

NOTE: ALWAYS TEST A SMALL AREA FOR SUBSTRATE COMPATIBILITY BEFORE FULL-
SCALE APPLICATION. SHARK GEL MAY ETCH SOME SURFACES AND IS NOT MEANT 
FOR USE ON CERAMIC. 



SHARK GEL WILL ALSO PERMANENTLY STAIN WOOD. ANY EXPOSED WOOD SURFACES 
SHOULD BE COVERED PRIOR TO APPLICATION OF SHARK GEL.


