
CONCRETE &
MORTAR MIXERS

MODEL ACM7H8 ACM9H8 ACM12H13
Engine Honda GX240 (8 hp) Honda GX240 (8 hp) Honda GX390 ( 13 hp)

Batch Capacity Bags 1 – 1.2  1 – 1.5 1.5 – 2

Batch Capacity (Cubic ft/m) 6 cu. ft (.17 cu. m) 9 cu. ft (.25 cu. m) 12 cu. ft (.34 cu. m)

Drum Steel Steel Steel

Drive V-Belt to Gears V-Belt to Gears V-Belt to Gears

Wheels 12 x 4.8 High Speed 13 x 6.5 High Speed 13 x 6.5 High Speed

Dimensions (LxWxH)                                    80 x 51 x 60 (203 x 129 x 152 cm)

Weight 790 lbs (359 kg) 868 lbs (394 kg) 895 lbs (406 kg)

Reliable 
Honda 
Power

Heavy-Duty 
Retractable Tongue 
Available With 2” 
Ball Or Pintle Hitch

High Speed Hubs 
With Greasable 
Bearings

Axle Springs 
Minimizes 
Bounce And 
Sway When 
Towing

Emergency Stop Switch

Heavy-Duty Steel 
Hood Latch

1/8” Thick High Abrasion 
Welded Steel Drum With 
3/16” Heavy-Duty Lip 
Ensures Longer Life With 
Less Maintenance

Heavy-Duty One-Piece Cast 
Iron Ring Gear For Longer Life

Oversized Drum 
Wheel Makes 
Discharge Of 
Material Easier

Heavy-Duty Steel 
Drum Support

Multi-Position 
Dump Latch

Heavy-Duty 
Hinged Hood 
With Rugged 
14 Gauge 
Engine Shroud

CONCRETE MIXERS

FOCUSED INNOVATION, CONCRETE REPUTATION.



MORTAR MIXERS

MODEL AMM6H8 AMM9H8
Engine Honda GX240 (8 hp) Honda GX240 (8 hp)

Batch Capacity Bags 1 – 1.2  2.5 – 3

Batch Capacity (Cubic ft/m) 6 cu. ft (.17 cu. m) 8 cu. ft (.23 cu. m)

Drum Steel Steel

Drive V-Belt to Gears V-Belt to Gears

Wheels 12 x 4.8 High Speed 13 x 6.5 High Speed

Dimensions (LxWxH) 76 x 51 x 58 (193 x 129 x 147 cm) 80 x 51 x 59 (203 x 129 x 149 cm)

Weight 737 lbs (335 kg) 870 lbs (395 kg)

High Speed Hubs With 
Greasable Bearings
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Heavy-Duty 3/16” 
Thick Steel Drum

Heavy-Duty Safety Grate 
With Built-In Bag Spliter

Single Piece 1 3/4” Central 
Shaft For Added Durability

Removable 
Tongue Available 
With 2” Ball Or 
Pintle Hitch

Quick Access, 
Front Disengage

Solid T-Frame 
Construction And 
Reinforced Leg

Heavy-Duty 
Hinged Hood With 
Rugged 14 Gauge 
Engine Shroud

Cast Iron Trunion 
With Triple Sealed 
Bearings

Durable Cast Iron 
Pillow Block

Reliable 
Honda 
Power

Heavy-
Duty Steel 
Hood 
Latch.

Additional Paddle 
For Engineered Mix


