
1

Class 1 
Building Product Information Sheet
Product name (include the brand name):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

(This could be a Global Trade Item Number (GTIN) or quick response code (QR code), or any other distinguishable part/model number or identifier.)

Place of manufacture:
  Aotearoa New Zealand    Overseas

Legal and trading name of the manufacturer(s):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone no. (if applicable):

NZBN (if applicable):

https://www.building.govt.nz/getting-started/building-system-reforms/product-information-requirements/
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Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone no. (if applicable):

NZBN (if applicable):

Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the appropriate use of the building product:

Installation requirements (also provide link to the product installation guide):
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Maintenance requirements (also provide link to the product maintenance guide):

Is the building product/building product line subject to warning or ban under section 26 of the Building Act 2004?:

 Yes   No

If yes, description of the warning or ban under section 26:

Version:

Date: D  D  M M  Y  Y
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	001: SubBase125 post & pile support
	002: The SubBase125 is a pile/posts supports made from injection moulded plastic. They are yellow in colour and weigh less than 150grams each.They are designed support 125x125 piles in their footing holes prior to concrete being added. They will also support bearers.They support the Building Code requirement that piles have 100mm of concrete under them.
	003: 9413000026658
	004: Yes
	005: Off
	006: SubBase Building Technologies Ltd
	007: 277 Waninui Road
	008: Whangaroa
	009: New Zealand
	010: 0478
	011: www.subbase.co.nz
	012: paul@subbase.co.nz
	013: 09 4079816
	014: 9429041573334
	015: N/A
	016: 
	017: 
	018: 
	019: 
	020: 
	021: 
	022: 
	023: 
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