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CERTIFICATE OF CONFORMITY OF 
THE FACTORY PRODUCTION CONTROL 
 
Notified Body No. 1224 
 
In compliance with Regulation 305/2011/EU of the European Parliament and of the 
Council of 9 March 2011 (the Construction Products Regulation or CPR), this 
certificate applies to the construction product 

 
Cement Bonded Particle Board - Wood Based Panel for Internal Use as 
Structural Components in Humid Conditions with Formaldehyde Class E1.  
 
produced by or for 
 

RCM Limited 

27 Rosevale Road 
Parkhouse Industrial Estate 
West Newcastle-under-Lyme 
Staffordshire 
ST5 7EF 
 
and produced in the manufacturing plant(s) 
 

Panel World Co Ltd 

83/1 MOO 11, Sethakij 1 Rd, Klongmadue, Krathumban, Samutsakorn, Thailand 74110 
 
This certificate attests that all provisions concerning the assessment and verification 
of constancy of performance described in Annex ZA of the standard(s) 
 

BS EN 13986 Wood Based Panels 
 
under system 2+ are applied and that 
 
the factory production control fulfils all the prescribed requirements set out 
above. 
 
This certificate was first issued on 27 August 2013 and will remain valid until the date 
of expiry shown, provided that the test methods and/or factory production control 
requirements included in the harmonised standard, used to assess the performance of 
the declared characteristics, do not change, and the product, and the manufacturing 
conditions in the plant are not modified significantly. 


