KUPILKA

Our roots date back to 1775 when the first handmade
cup was carved - old traditions combined with the
best modern materials guarantee quality with no
compromise. The name Kupilka originates from an
old Karelian nickname for a wooden mug. Heikki
Koivurova, a Finnish industrial designer who is
known for his down to earth attitude and beautiful
organic, yet functional forms, has designed

the products.

RAW MATERIAL

E =] Our very own Kareline® Natural Fibre Composite!
L4 v Eco-friendly cellulose fibres from pine forests reinforce the material
k. »  FDA approved polypropylene is used as an adhesive

» Ratio: 50% wood-based cellulose fibres + 50% thermoplastic

ADVANTAGES
» ecological choice » more durable and strong - long life span
» smoother to the touch » dishwasher safe
» better thermal insulation » easy to maintain, no extra care needed
¥ stiff and strong structure * insensitive to water and humidity
¥ organic and unique appearance * easy to clean, more hygienic
L4

wide operating temperature (-30°C..+100°C)
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At the end of the life span the products can be recycled,
incinerated for heat energy or returned to the manufacturer for re-use.
Kupilka® fulfils the requirements of EU No 10/2011 and 1935/2004/EC §3.
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KUPILKA

Kupilkan juuret ulottuvat vuoteen 1775, jolloin Kupilkojen
esi-isé vuoli "Harakkakupin”, kupin joka on vielakin
tallessa. Tana paivana vanhat perinteet yhdessa uusien
materiaalien kanssa takaavat laadusta tinkimattéméan

tuoteperheen. Nimi Kupilka on karjalainen kupin
hellittelynimi ja design on teollisen muotoilijan Heikki
Koivurovan késialaa. Koivurova on tunnettu
maanldheisestd asenteestaan ja kauniista, mutta
kéaytannollisestd muotoilusta.

KUPILKA MATERIAALLI

[E Meiddn oma Kareline ® luonnonkuitukomposiitti!
S »  lujitemateriaalina ympéristdystavallinen mantysellukuitu

Wlx » sideaineena elintarvikekayttéon hyvaksytty polypropeeni

EDUT

ymparistdystavallisempi
miellyttavampi kosketustuntuma
parempi [Ammoneristavyys
jaykka ja luja rakenne ¥
orgaaninen ja uniikki ulkonaks *
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Elinkaaren lopuksi tuotteen voi kierrattaa, polttaa tai

palauttaa valmistajalle uudelleenkayttoa varten.

laaja kayttolampatila (-30°C..+100°C)

» seossuhde 50 % mantysellukuitua ja 50 % kestomuovia

kestavampi, luja ja elamaton
konepestava

ei vaadi huoltamista - helppohoitoinen
tunteeton vedelle ja kosteudelle
helppo puhdistaa - hygieenisempi
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Kupilka® tayttad EU-vaatimukset No 10/2011 ja 1935/2004/EC §3.
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