
ASSEMBLY INSTRUCTIONS FOR TRADITIONAL HANGING SWING

1. Unpackage and identify the four main pieces:  seat assembly, seat back assembly, two armrest/back support frames. 

2. Place seat assembly face up on a clean, flat surface. 

3. Place one armrest/back support frame at each end of seat assembly with the long side of the armrest facing the seat.

4. Fasten armrest frame to seat with one eyebolt & flange nut in pre-drilled holes. Use the hole that is toward the front. Make 
sure the eye is positioned horizontally.

5. Use ¼” x 3” carriage bolt & flange nut in the other pre-drilled hole to fasten the 2x4 toward the back to the seat.

6. Place seat back assembly between the back of the armrests. Fasten with ¼” x 3 ¼” carriage bolt, washer and flange nut. Put 
washer on bolt first and run the bolt through the chain link protruding from the chain pack, through the back of the armrest 
and through the seat back.

7. Fasten seat back center support to seat center support with ¼” x 2 ½” washer head lag. Do not tighten at this point.

8. Use ¼” x 2 ½” washer head lag in the empty hole on the back support 2x4 and fasten to leg frame.

9. Be sure to tighten all bolts and lags.

10. Attach swing chain to eyebolts by opening quick connect. Short chain goes to the eyebolt on the seat front, long section of 
chain goes toward the top.

11. NOTE: be sure to close quick connect BEFORE testing seat. Tilt of seat can be adjusted by moving the quick connect at the 
intersection of the chain up or do.

12. Hang swing in your favorite spot and enjoy! 

MAINTENANCE AND USE INSTRUCTIONS

 1.  Tighten all fasteners three weeks after bench is assembled.  Check regularly and tighten as necessary thereafter.
 2.  Inspect regularly for broken or damaged pieces.  Splintered surfaces should be sanded smooth to avoid danger of injury.
 3.  Children using the swing should be supervised by an adult at all times.
4.  All lumber is dried before milling and can be stained or painted anytime per personal preference.


