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RANCH FENCING SPECIFICATION



3 BOARD RANCH 2 BOARD RANCH

Panel Size 1.755m (working to a 1.8m centre) Colours Grey, Coee, Charcoal*

Panel Depth 19.5mm Fence Panel Options 1.2m high

Panel Finish Lightly Brushed Material WPC Inserts, Aluminium Posts and Rails

Panel Weight 4kg per panel Use Domestic and Commercial

*to match our Contemporary Decking colours

FIXINGS AND ACCESSORIES

A Botom Bar 1.748m x 30mm x 20mm Powder Coated Aluminium RAL 7022

B Top Bar 1.748m x 30mm x 20mm Powder Coated Aluminium RAL 7022

C Base Plate 10mm x 130mm x 130mm Powder Coated Stainless Steel RAL 7022

D Post
2.4m x 70mm x 70mm
1.8m x 70mm x 70mm
1.54m x 70mm x 70mm

Includes Inserts - 1.815m, 55mm and 20mm
Includes Inserts - 1.815m, 55mm and 20mm
Includes Inserts - 1.54m, 55mm and 20mm

E Post Cap To cover the 70mm x 70mm post Zinc Dye Cast RAL 7022
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Saige Longlie Decking Ltd, Vicarage Barns, Lower Quinton,
Stratord-upon-Avon, Warwickshire CV37 8SG
T +44 (0) 1789 721 576 E ino@saigedecking.com
compositedecking.co.uk

COMPOSITE MIX
Approximately 90% recycled materials consisting o around 60% recycled
wood fbres, 30% recycled plastic and 10% toxin ree additives including
colour and UV stabalisers. GREY COFFEE CHARCOAL
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