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PVC Multi-Cartridge Filter Housing, (5) 20” Filters 

PRM offers high quality PVC constructed  

water filter housings for industrial filtration 

applications.  Element sizing can be as low as 

0.1 micron where extreme fine filtration is  

required.  These housings offer an  

economical solution where protection of 

downstream or point of use equipment is  

required. Housings and compatible filter  

cartridges are kept in inventory. 

Features: 

 PVC construction for corrosion resistance 

 Uses (5) 2.5 x 20 Inch Cartridge Filters 

 Flow Capacity 50 gpm rating* 

 1-1/2 Inch Inlet/Outlet (Socket) Connections 

 (2) 1/4 Inch Ports in top cover, for pressure 

gauge (not included) and venting 

 EPDM Gaskets  

 Max. Temperature 113°F 

 Max. Operating Pressure: 58 psi 

 1/2 Inch Drain 

 316 Stainless Steel Lid Retainer Hardware 

with 316 Stainless Steel Bolts 

 Filtration for sediment, silt, odor/taste or  

organic compounds  

 

*Flow rates up to 216 GPM depend on  

cartridge type/length, solids content, viscosity, 

pressure drop, and degree of clarity desired. 

Pressure ratings of filter chambers depend upon 

the temperature of solutions being filtered  

28.15 in. 

PRM PART #: BFCARTHPCF5DC2B3X  

14.5 in. 




