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Innovation on water filtration at your sink! 

Hollow fiber membrane filtration and coconut charcoal filter  

AquaEOZ® is a water filter for your kitchen sink adapted for household 

and restaurant use. Water is filtered first through a 200 micron mesh to 

eliminate particles and suspended solids, secondly by a coconut charcoal 

filtering media to reduce chlorine/bleach taste as well as volatile organic 

chemical such as pesticides; finally water is filtered through the hollow 

fibers at 0.1 micron nominal porosity which removes 100% bacteria 

certified at independent lab ABC Analitic and with certification NOM-244-

SSA1-2008 by COFEPRIS. Water flows at a flowrate of 2 to 4 liters per 

minute depending on the water pressure in the household. Rated life is 

100,000 liters for the filter cartridge, which is equivalent to 2-3 years of 

use in a regular kitchen. 

      
 

Technical specifications 
Step 1 filtration ………......................................................200 micron nylon mesh  

Step 2 filtration……………...............................Coconut fiber activated charcoal 

Step 3 filtration………………………………..….........Hollow fiber microfiltration 

AquaEOZ nominal porosity...................................................................... 0.1 micron 

Rated Life Filter Cartridge …………...……………….100,000 liters or 1-2 years*  

*Depending on the water pressure in the household.  

Min-Max Pressure ………………….………................................................... 10-40 psi 

Note: In case water has turbidity above 5 NTU it is 

necessary to install a sediment filter before the AquaEOZ. 
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  AQUAEOZ                 TECHNICAL 

DATASHEET 

 
 

 

Coconut charcoal Hollow fibers 0.1 micron 

1. Remove tip/aerator 2. Verify the flat gasket is in 

place in the filter  

3. Thread the AquaEOZ with a 

towel to help turn the thread 

sufficiently to avoid leaks. 

4. Use the Little black valve to direct 
water to filter or to regular faucet  

INSTALATION 
The filter gets mounted on the faucet following these steps:  
 

 



 

EFFICIENCY TESTING OF AQUAEOZ FILTER AT INDEPENDENT LABORATORY ABC ANALITIC 
 Shows 100% removal of bacteria from 0 to 10,000 liter test. 
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1. GUIDELINES FOR USE AND RESTRICTIONS:  
 

AquaEOZ Filter cannot be used with water of high turbidity. If your water has turbidity above 
5NTU, you will require a sediment filter, please contact us.  
 

2. FIRST USE:  
Let water flow when first installing it for at least a few minutes and let it rest for a full 
day before starting to drink it to completely eliminate the ¨new filter¨ taste.  
 
3. CARTRIDGE REPLACEMENT: (when you observe the flow of water diminishes at 

the filter outlet, after 1-2-3 years of use depending on each household specific 

turbidity and water contamination, it is time to replace your filter cartridge)  

Step 1: Unthread the cover (with a towel) and remove the cartridge  

  

Step 2: Insert the new cartridge in the base BE CAREFUL to align the recessed hole in 

the filter cap with the nut/bolt in the base, otherwise the filter will leak. Place the 

filter cover and tighten it.  
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  AQUAEOZ     

These two need to be aligned when placing the new cartridge 


