
Installing 2007+ Sprinter sliding door magnet-strip curtain screen 

USA Patent Pending 

 

 

Pull down the door gasket along the top of the door opening. This is the inside view, showing the ½” Loop 

adhesive backed Velcro you stick to the metal flange, then you stick the 2” hook Velcro to the ½” loop and 

reinstall the gasket, leaving a flap sticking out the top of the gasket. Fold the flap down and stick the Velcro 

sewn onto the zipper to the flap. 

Clean the exposed hard rubber edge of the gasket with Goof off or other solvent to clean all 

dirt and mold release off of the rubber. Stick the hook red backed sticky Velcro to the gasket. 

Push hard to get a good bond and it should be at least 60 degrees. When you remove your 

screen, make sure you hold the Velcro with one finger to the gasket so when you pull the 

Velcro on the screen off you do not rip the sticky Velcro off of the gasket. 



 

 

All products come with a one year warranty against manufacturer defects. Does not include 

damage! The product will have to be sent back to the manufacturer and if it is deemed as a 

manufacturer defect, it will be repaired or if it can not a replacement will be sent. 

 

A-Z Covers LLC 

 

s.knoll@hotmail.com e-mail          208-449-7112 phone 

Starting at the front hold the magnet strip in place. Stick the Velcro on the top side of the 

zipper to the hook flap you installed in previous step back to the hook Velcro you installed 

onto the gasket and down to the step. 

To load the magnet strip start with sticking the 3” hook to the bottom and stick about an inch all the way across the 

bottom to keep the magnets in place. Start with a magnet and then a spacer and work your way to the top on the 

last magnet, I put 2 magnets next to each other for extra holding strength. Push the hook down tight on each side 

and fold the front edge over the front of the screen. 
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