
Zipper to Magnet Closure Conversion 

US Patent Pending 

We recommend if you are not comfortable working on your vehicles body. You take it to a 
reputable independent Auto Body or installation shop this screen takes about an hour to 
install once you have read and understand the directions. 

Two terms you need to know and understand. Hook, is the rougher of the two Velcro closures 
and loop is the softer of the two Velcro’s, two terms used often throughout the instructions. 

Here is the link to a video showing how the product works. 

https://www.youtube.com/watch?v=7S4MX8Muus0  

Below is an inventory of what is included. 

1. A side magnet strip of 70” and a Top piece 27”. 
2. A metal strap strip 70” and 27”  
3. 2” hook tape to hold the metal strip in place. 

Unzip the zipper, on a rear screen separate the vertical zipper and the top 
zipper on whatever side you want to use the magnets on. 

Stick the hook side of the magnet strip to the loop of the screen frame 
right next to the zipper. 

Line the 2” hook that the metal strip is stuck to, to the loop that is used 
as binding right next the zipper on the screen side. This will align the 
metal strip with the magnet strip on the screen frame. The install is 
complete. You can remove the set and go back to the zippers and use the 
set on the slider door screen when you want. Allowing easy entry and exit 
on any of our zipper screens.  
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Above picture shows installing the magnet strip to the screen frame on the rear of a Sprinter. 

  

Installing the metal strip on the screen side. 

2. 

Shows the hook side of the magnet strip being stuck to the loop on the screen frame after the zipper was 
separated from the other half. 

Shows the metal strip that is attached to the 2” hook tape being stuck to the screen side to the loop 
binding that is between the zipper half and the screen. 



 
Completed install with the screen closed 

One-year limited warranty on sewing and assembly defects. Does not include damage! The 
product will have to be sent back to the manufacturer and if it is deemed as a manufacturer 
defect, it will be repaired or if it cannot a replacement will be sent. 
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