
Exterior Multi
Protector Spray
US
Protects and revitalises poly rattan- and plastic
garden furnitures and fencing

Exterior Multi Protector is an environmentally-friendly, ready for use spray for
protection and impregnation of poly rattan- and plastic garden furniture
and fencing. The product refreshes the glossy look and leaves the surface
with a highly water, grime, oil and grease-repellent protective coating, which
will keep your garden furniture looking great for many years.

Ready for use
Leaves and attractive, glossy surface
Water-repellent effect
Environmentally friendly

Application area For protection and impregnation of all poly rattan and plastic outdoor
surfaces, such as garden furniture, fences and tables. Before commencing
treatment, the surface should be cleaned with WOCA Exterior Multi Cleaner.

Work description Preparation

The surface should be cleaned with WOCA Exterior Multi Cleaner and left to
dry for approx. 2 hours before treating. See the product’s instructions for use.
Shake the spray of Exterior Multi Protector well before use.

Always Remember

Always remember to test on a less visible spot to check the compatibility of
the surface with the product.

Treatment

Spray a thin layer of Exterior Multi Protector over the entire surface from a
distance of approx. 20-30 cm and leave to stand for approx. 30 min. Carefully
wipe off the surface using a lint-free cotton cloth, to remove any excess
liquid. Leave the surface to dry for 4-5 hours before use.

Please note

Exterior Multi Protector will be fully hardened after 24-48 hours.
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Drying time 4-5 hours at 68°FDrying time:

Technical data 1.00-1.10 g/ml.Density:

pH 6-7pH-value:

3 yearsShelf life:

+59-77°F and approx. 50% air humidity.Application Temperature:

540-860 sq.ft./LCoverage:

+50-77°F. Keep out of reach of children. Do not expose to heat (e.g.
sunlight). Store frost-free during winter and cool during summer.
Storage:

25.361 FL.OZ.Packaging:

FaintOdour:

Ready to use. Do not dilute.Mixing ratio:

Maintenance
and related
products

WOCA Denmark A/S
Tværvej 6
DK - 6640 Lunderskov
+45 9958 5600
info@wocadenmark.com
wocadenmark.com

This information is based on extensive laboratory testing and practical experience.
Because the conditions under which the product is used are often beyond the control of
WOCA Denmark, we can only guarantee the quality of the actual product. WOCA
Denmark A/S accepts no liability for incorrect use and handling of the product. In
principle, this product can be considered an intermediate product, as results depend on
construction, the nature of the surface, pretreatment, temperature, air humidity,
application etc. WOCA Denmark A/S reserves the right to change the product and the
stated information without notice. This label/product description replaces all previous
versions.
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