
BSA BB-M8000

Install 
the center tube into right side cup 

before installing in the frame.

 

Put any necessary 
spacers on BB cups

Following the TRP BB & Crankset Compatibility Chart

Lightly grease  
the BB shell threads evenly and thread the BB cups 
into the frame, starting with the right side  

68mm (MTN)

73mm (MTN)

83mm (DH)

96mm

96mm

111mm

 

 

BB shell frame width Fully assembled 
width 

1 x 2.5mm

1 x 2.5mm

2 x 2.5mm

1 x 2.5mm

2 x 2.5mm

Non-drive side 
spacer usage

FC-M9050
FC-M8050

FC-M9050
FC-M8050

Drive side spacer usage Use the following
cranksetDetermine the type of your BB shell

FC-M8070BSA
THREAD

BB model

Bottom Bracket Installation - BSA : 68 丶 83mm 
 : 73mm 

 : 68 丶 83mm ( 2 x 2.5mm ) 
 : 73mm ( 1 x 2.5mm ) 

Use DUB TM BSA Bottom Bracket 
Tool to tighten both cups 

to 50Nm (37ft.lbs).
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� Measure the width of the frame.
Check the TRP BB & Crankset Compatibility Chart to ensure 
that you are choosing the correct bottom bracket.
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Make sure dust covers 
are installed before 
installing the crankset

Make sure both BB cups and 
center tube are aligned.

( Left Side ) ( Right Side )


