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7 • Exhaust stack • 
0.9mm brass rod, it 
should be the same 
height as the cab.

4 • Cab side • Note the orientation.
2 • Small doors • 
Small doors are 
the same both 
sides, but the 
handles are 
closest to the cab.

5 • Cab back • Fit 
the cab back and 
front first, and 
then the sides 
over these noting 
the hinges 
overlap the back 
of the cab.1 • Couplings 

• Push 
magnet into 
coupling, 
and mount 
to suit other 
rolling stock.

8 • Chassis • The 
chassis should be 
painted before the 
Busch mechanism is 
fitted. 

3 • Large door • This side is plain, 
handles closest to the front.
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Parts Placement 

6 • Large door • 
This side has 
louvres in the 
door, the handles 
are closest to the 
front.

Prototype Info 
The Hunslet (Jenbach) diesel 
shunter, built in 1994 by Hunslet in 
Leeds, to a Jenbach design (Type 
DH25) were fitted with a Kubota 
diesel engine and weigh 2.7 tonnes. 
They were originally used on the 
Jubilee line extension in 1996/7 as 
2ft gauge locomotives and have 
since ended up on a few miniature 
railways in the UK, rebuilt in 
different guises. There is one at 
Eaton Hall (15inch), one at 
Fairbourne (12inch) one at 
Perrygrove (15inch) and a pair at 
Hampton and Kemsley (2ft). 
 
This kit represents the rebuilt 
'Jubilee' from the wonderful 
Perrygrove railway, an idyllic spot 
worth visiting in the Forest of Dean. 
 
NOTE: This is the XL version of the 
kit, designed for 09 (7mm/ft scale 
running on 9mm gauge track). Tools required: 

Sharp craft knife or scalpel 
Tweezers 
Needle file

About the kit 
 
The kit is comprised of a 3D printed plastic body shell and a fret of 
etched nickel silver detail parts. Limited folding of these parts is 
required and they can all be glued in place. We recommend sparing 
use of liquid superglue for assembly, ideally using a bottle with a 
thin applicator nozzle. Due to the nature of the 3D printing process, 
some support material may still be present on the body. This waxy 
residue has been cleaned during our checking process, but it can 
be a good idea to submerge the model in white spirit, agitated 
gently with an old tooth brush and leave to dry.  
 
Please note this is a scale model for adult collectors and not 
intended for children under 14 years of age. 
 
About 6point5 Minimum Gauge 
 
6point5 was founded in 2017 with support from Narrow Planet. 
This kit is part of a small range of minimum (sub 2ft) gauge 
prototypes and was designed by James Hilton. If you have any 
queries about the model or instructions please get in touch. 
 
Contact Details 
www.narrowplanet.co.uk  
james@narrowplanet.co.uk 
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Wet and dry paper 
Superglue 
0.6mm drill.

Assembly Notes 
 
1 • Clean up the 3D printed body • Use a fine wet and dry paper in 
water to achieve a smooth finish to the bonnet sides and front, 
take care to smooth the corners of the bonnet as this is quite 
prominent when painted. Rinse the model in a white spirit to 
remove any traces of printing residue or grease from handling. 
 
2 • Check the donor chassis • The kit is designed to fit a Kato 11-103 
tram chassis, shortly to be replaced with the similar 11-109, it 
should be a tight push fit inside the body.  
 
3 • Assembly • Start with fitting the cab parts, as this will stiffen the 
superstructure. The cab front and rear should be fitted first, and 
then the sides, noting the door needs is at the rear of the cab, and 
the hinges should protrude from the rear of the cab. The bonnet 
doors are handed, note their orientation in the part fitment 
photos. If you wish, you can drill out the opening handle holes with 
a 0.6mm diameter drill, and fit door handles formed in 0.6mm 
brass wire. The exhaust stack is cut from 1.5 mm brass wire. 
Couplings are left to your preference, although it is possible to fit a 
Greenwich loop into the slot in the coupling. 
 
4 • Painting and finishing • Prime the body, chassis and roof with a 
suitable primer, we recommend Halfords plastic primer, taking 
care not to obliterate the rivet and grill detail. Apply your choice of 
final colour to the body, if possible using an airbrush as it is easy to 
clog the grills with paint if using a brush. Fit the etched plates and 
seal with varnish, we recommend using Testors Dull-cote spray. 
Apply glazing to the cab before fitting the roof in place. Fit the 
Busch chassis in the frames, and glue to the frame to the body.

Thank you for purchasing this 6point5 kit, we hope you enjoy 
building and operating it. Please read through the instructions 
thoroughly before beginning assembly.
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